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Using the Vienna Development Method (VDM)
To Formalize a Communication Protocol

Abstract: The Vienna Development Method (VDM) is based upon iterative refinement of
formal specifications wrilten in the model-oriented specification language, Meta-IV. VDM
is also an informal collection of experiences in formal specification within several appli-
cation domains. This paper provides an example of how VDM might be used in the area
of communications, a new domain for VDM.

1. Introduction

The purpose of this document is to serve as an introduction to certain specification tech-
niques and the specificatiorlanguage (Meta-IV) of the Vienna Development Method (VDM)
and to further extend the use of VDM by applying it within a new domain. VDM has been
applied to the specification of a communication protocol. The protocol is one used for the
communication between an inefal navigation system (INS) and an external computer (EC).
a&-dtw-1OT14Py-this protocol was chosen because it is a new application area for VDM,
and it is an integral part of an existing project at the SEI. The Real-Time Embedded Sys-
tems Testbed (REST) Project is implementing the protocol as part of an INS simulator sys-
tem that is being developed to investigate the use of Ada for embedded systems.)

The formal specification is expressed using the specification language Meta-7 of VDM [2].
Knowledge of the specification language is not a prerequisite for reading-hfi document, as
we will introduce all the necessary parts of the language in a subsequent section.

Chapter 2 provides an introduction to communication protocols and VDM. It contains a brief
overview of the protocol defined in [14] and introduces the central ideas of VDM. The for-
malization of key concepts in the protocol is discussed. The formal specification is intro-
duced by presenting the necessary parts of Meta-IV, providing examples of the use of Meta-
IV, and describing particular techniques and conventions used In the specification.

Chapters 3 through 7 contain the formal specification itself. The model consists of type
equations that define the objects to be used in describing the communication protocol, and
functions that formalize the protocol by operating on those objects.

Chapter 8 summarizes the area of formal specification of communication protocols and re-
lates our work to previous work in the area. The document closes with Chapter 9, suggest-
ing ideas for future work.

CMUISEI-88-TR-26
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2. Communication Protocols and VDM

2.1. Communication Protocols
A communication protocol is defined in [151 as:

1. Data communication. A formal set of conventions governing the format and
relative timing of message exchange between two communications terminals.

2. Software. (A) A set of conventions or rules that govern the interaction of proc-
esses or applications within a computer system or network. (B) A set of rules
that govern the operation of functional units to achieve communication.

3. Station control and data acquisition. A strict procedure required to initiate
and maintain communication.

The specific communication protocol described in [14] defines rules for communication be-
tween an inertial navigation system (INS) and an external computer (EC). The INS receives
information from a number of sensors that record data about a ship and, using that data,
determines its current velocity and position. The protocol dictates the procedures,
periodicity, and format for sending data to an EC. It defines how to establish communication
when requested by the EC and how messages are transferred. It defines what each of the
two computers must do in case of detected errors (receiving "wrong" input from the other
computer). Finally, it defines how the EC can terminate communication.

As specified in [14], communications are performed over a 16-bit interface. In addition, each
sixteen bit quantity is either an external function (EF) or data. The EF codes are used to
control the communication protocol and to delimit messages. The code identifiers and their
functions are listed in Table 2-1. Note that not all the EF codes defined in [14] are used in

* the INS simulator system. Consequently, the specification limits itself to those in Table 2-1.

The full range of message types and formats is defined in [14]. The INS simulator appli-
cation uses only some of these message types. The message types that may be trans-
miffed to the EC are listed in Table 2-2. The message types that may be received from the

• EC are listed in Table 2-3.

CMU/SEI-88-TR-26 3



Code Function
ACK Acknowledge (i.e., received a valid message)

ATTN 1 Indicate a time-out condition

ATTN2 Enable communications

ATTN4 Disable communications (sent by EC only)

EOM End of message

NAK Not-Acknowledge (i.e., received an Incomplete or invalid
message)

NRTR Not ready to receive

RTR Ready to receive

SOTM Start of test message

SOM Start of message

Table 2-1: External Function (EF) Codes

Message Type Messaae Contents

Test Message Contains a fixed pattern to allow checking of com-
munications.

Time and Status Data Message Contains fields for the time-of-day and various
status codes.

Attitude Data Periodic Message Contains various fields of numerical data pertaining
to the (simulated) ship motion.

Navigation Data Periodic Message Contains fields of numerica data pertaining to the
(simulated) ship motion.

Table 2-2: Messages to EC

4 CMUISEI4-TR-26



Message Type Message Contents
Test Message Contains a fixed pattern to allow checking of communications.

Select Data Message Contains fields to select/deselect the periodic messages that
may be sent from the INS.

Table 2-3: Messages from EC

2.2. Formal Specification Using VDM
VDM is a formal, mathematically oriented method for specification of systems and devel-
opment of software. In general, formal specification languages fall into two classes: al-
gebraic languages and model-oriented languages. VDM is a model-based method. Its main
idea is that of giving descriptions of software systems and other systems as models.
Models are specified as objects and operations on objects, where the objects represent in-

* put, output, and internal state of the system. Classes of objects are explicitly defined as
so-called "domains,n which are like types in a programming language. Model-based meth-
ods differ from algebraic and other formal methods in that they explicitly define the types of
objects of concern and utilize primitive, predefined operations in defining higher-level opera-
tions.

VDM encourages layered, top-down development of systems, based on use of abstraction
at the uppermost levels of system description (see [16]).

In this document, we do not explore the stepwise refinement aspects of VDM. Our model
constitutes only a requirements specification that may be used as a starting point for imple-
mentation.

At the highest level, a specification is typically given as a rather abstract model. The objects
do not capture details of representation; they are restricted to capturing only properties nec-
essary for expressing the essential concepts of the operation of the intended software sys-

* tem.

Within a number of specific application areas, such as programming language semantics [3],
compiler construction [20], and data bases [4], standard VDM models and guidelines for de-
velopment exist.

Meta-IV, which is the specification language of VDM, Is used for expressing the models [2].
The models are defined using a number of type definitions (for the objects) and function
definitions (for the operations). This Is different from the algebraic approach to specification,
where the models (algebras) are implicitly defined by the properties captured in the axioms
of the algebraic specifications.

CMU/SEI-88-TR.26 5
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Meta-IV is aimed at supporting abstraction in writing specifications. Abstraction is obtained
through mathematical concepts, such as sets and functions, rather than through the 0
mechanisms offered by any particular implementation language. The abstraction provided
by Meta-IV is not oriented toward any particular application area, but rather offers a set of
mathematically based primitives that allow the construction of application-specific models.

When using VDM, an abstract model traditionally contains the following components:

" Semantic domains. Types that define the objects to be operated on.
" Invariants. Functions that limit the set of objects defined by the semantic

domains by defining a set of conditions (Boolean functions).
* Syntactic domains. Types that define a "language" in which to express com-

mands for manipulating the objects defined by the semantic domains. 0
" Well-formedness conditions. Functions that define when the commands

(defined by the syntactic domains) have a well-defined effect.
*Semantic functions. Functions that define the effect of commands on the ob-

jects defined by the semantic domains.

2.3. Formalization of the Communication Protocol

2.3.1. An Outline of the Basic Approach Used
Communication protocols are not one of the areas for which well-established VDM models
or guidelines exist. Mechanisms for specifying communication protocols using other tech-
niques exist. Probably the most well-established technique is the use of some form of a
state machine. Obviously, one could "mimic" such a state machine using a VDM model, but
we would like to represent the protocol at a level that is closer to the original informal docu-
mentation, i.e., without identifying "states" of the communicating components but only speci- 4
fying "the communication itself."

Previously combinations of Meta-IV and Hoare's CSP [13] have been used to describe sys-
tems that involve communication. Our specification uses Meta-IV in its "pure" form without
any extensions.

The definition of communication protocols given in Section 2.1 says that a communication
protocol is a set of rules or conventions governing information exchange, including the rela-
tive timing of information exchanges. We will refer to exchange of information as an "event,"
and rules related to event ordering and their relative timing can be seen as defining proper
sequences (or lists) of such events. The order in which the events occur in the list reflects
the order in which they happen. Hence, one way of formalizing a communication protocol is
to define all possible event sequences that are defined by the protocol. This Is similar to
formalizing the static semantics of a programming language by defining all legal programs
that can be written In the language [21]. Obviously, the set of event sequences defined by
the protocol Oust like the set of all legal programs) is infinite and cannot be defined by

6 CMU/SE8-WTR-26
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simple enumeration. Instead the set is defined by first characterizing the set of all possible
event sequences, while ignoring the ordering and timing constraints defined by the rules of
the protocol (like defining a context free grammar for a programming language), and then
restricting that set through Boolean functions (predicates) that define whether a given list of
events is in accordance with the protocol (like defining the context conditions of a program-
ming language).

The conditions expressed by the Boolean functions are to be obeyed by any event se-
quence of arbitrary length. When looking at each such individual sequence, the rules of the
protocol can be divided into two groups: one expressing whether each event in the se-
quence occurs in the right context (defined by events preceding the one in question); and a
second expressing whether the sequence is complete, meaning that no additional events

* are required to happen.

Some of the specific problems associated with formalizing the communication protocol are
that a communication channel is generally not error-free, and the formal specification must
be able to capture that the information sent from one component in the system is not neces-

0 sarily identical to that received by the other component. The communication protocol de-
scribes how to detect and handle certain errors. The communication protocol also includes
time constraints on the behavior of the components. Hence, the notion of "time" must be
part of the model. Moreover, the system defined by the communication protocol does not
exist in isolation. It has an environment that affects and is affected by the communication.
For this particular protocol, the environment includes (at least) the operators of the INS and
the EC.

2.3.2. Modeling Communication Errors
The protocol as defined in [14] prescribes the correct communication behavior of the INS

• and the EC, but this includes specifying the behavior of the INS in cases where it receives
messages that are *out of sequence," for example, due to errors on the communication line
or incorrect behavior of the EC.

The fact that the messages received are not necessarily those sent (due to possible trans-
* mission errors) means that the transfer of a message may be seen differently by the INS

and the EC. These two "perspectives" on the events lead to the introduction of two se-
quences of events: one for events as seen at the INS (e.g., sending to or receiving from the
EC), and a similar one for events as seen at the EC. Such a model Is appealing because
the correctness of the behavior of the INS and EC is decided by how each sees the world
(not by what the other one actually did; transmission errors may introduce differences). This
approach also captures situations where a message is lost by the channel or spontaneously
created (seen by the receiver) due to noise on the channel.

From the point of view of the process issuing an event, such an event is either correct or
incorrect according to the protocol, given the history (sequence) of previous events (issued

* as well as received). Received events, however, are either expected or unexpected (but

CMU/SEI-W88TR-26 7



never incorrect, since out-of-sequence events must be reacted to in a manner prescribed by
the protocol). Hence, unexpected events capture messages that have been distorted due to
errors on the communication line or an incorrect behavior of the issuing component. The
relation between correct and expected events is that events that are correct for the issuer
(given a particular history) are expected by the receiver (under the same circumstances).

2.3.3. Modeling "Time"
The concept of a process being willing to wait only a certain amount of time (and then
"timing-outr) for a response (event) is mentioned several times in [14]. One way of formaliz-
ing "time-outs" is to associate a time-stamp with each event, and then let conditions that
relate to time-outs interrogate that information and let conditions related to other parts of the
protocol ignore the timing information.

Time-stamps allow for the specification of correct behavior based upon the relation between
time-stamps associated with certain events. A possible alternative is to introduce a timer
and perhaps a clock into the formal specification. Explicitly including timers and clocks is a
technique sometimes used in formal descriptions of concurrent systems for defining such
events [17]. Using a timer leads to the introduction of explicit timer events such as a "start
timer" and a "time-out" event. But these events are not described by the protocol; instead,
the protocol describes events that are caused by a time-out. Hence, in the context of this
communication protocol, introducing such events seems to move the formal description from
the problem domain in the direction of a "solution." This led us to use time-stamps in the
model.

2.3.4. The Environment and Its Impact on the Model
According to (14], the INS alerts the operator in case certain types of errors are detected. In
our model, events such as alerting the operator are called non-communication events, i.e.,
they do not reflect the transfer of a message between the INS and the EC.

Informally speaking, the Initiative to communicate (enable communication, Initiate the send-
ing of periodic messages, etc.) belongs to the EC, and [14] does not define what causes the
EC to take such initiatives. In reality, however, this does not mean that the EC arbitrarily 0
makes such decisions; rather the EC responds to requests from an operator or potentially
another environmental influence. Hence, specific EC-operator non-communications events
are introduced into the model to reflect the operator's requests (like "Enable
Communication"). Thus the "arbitrary" decisions become a part of the environment of the
system rather than a part of the system itself.

8 CMU/SEI-8-TR-26
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2.3.5. Periodic Message Transfers
The attitude and navigation messages sent from the INS to the EC are "periodic" messages.
In [14] this is described by phrases like "it is transmitted every 61.44 ms" (for attitude mes-
sages, [14] pg. 8-36), and "This message is transmitted every 983.04 ms" (for navigation
messages, [14] pg. 8-24). There are at least three possible interpretations of periodicity:

1. Within each designated time interval, a message of the relevant type must be
transmitted exactly once, and the transmission must be completed before the
start of the next interval.

2. The messages are transmitted with a fixed time interval elapsed from the start
of one such message transfer sequence to the next.

3. Fixed interval for the data component of the transfer.

The first interpretation is the one used in describing certain real-time scheduling algorithms
like the rate-monotonic scheduling algorithm j18]. On the other hand, the second or third
interpretation should apply if the receiving component (here the EC) in its use of the data
relies on receiving data with fixed inter-arrival times. This is, however, not specified in [14].

Moreover, since the transmission of a periodic message consists of a number of lower-level
transmissions, namely SOMINS RTREC <the data>iNS EOMINS (subscripts indicating the is-
suing component) and a first failed transmission will lead to a retransmission, it is not clear
from [14] where the periodicity requirement applies.

In our model, interpretation I is used with the additional decision that the time requirement
applies to the EOMINs that marks the end of the message. 1

2.4. Introduction to the Formal Model
In the first part of this section the basics of Meta-WV are introduced, which include primitive
and composite types, type constructors, functions, and expressions. The following section
broaches the topic of constructing Meta-IV functions by combining the aforementioned con-
structs. In addition, several techniques that were employed in this specification that capi-
talize on domain knowledge to reduce specification complexity will be discussed Finally a
list of the conventions used in this specification will be presented.

2.4.1. The Specification Language
This section defines those parts of Meta-IV that are used in the formal model; for a complete
definition of Meta-IV, see [2]. The use of each relevant language construct is illustrated by
examples drawn from the formal model presented In Sections 3 to 7.

*lt could be interesting at a later time to see how easily the formal model can be changed to reflect inter-
pretation 2 or 3 instead.

CMU/SEI-88.TR-26 9



2.4.1.1. Types
Meta-IV offers a number of primitive as well as composite types.

The primitive types used are: natural numbers (NO and NI), Booleans (BOOL), arbitrary
non-decomposable text strings (QUOT), and special simple values (TOKEN). Each of these
is characterized in the following.

" NO and N1. The objects are the natural numbers (including and excluding 0).
The numeric literals as well as the traditional arithmetic and relational operators
are predefined operations.

" BOOL. The objects are the Boolean values. The Boolean literals (true and
false), and the logical operators A (and), v (or), -, (not), and = (implication), as
well as comparison (= and *), are predefined. The logical operators are not
commutative. This means that, for example, a A b Is defined as: if a then b else
false. The non-commutivity of A Is utilized in our model, whereas the non-
commutivity of v is not.

" QUOT. The objects are arbitrary non-decomposable text strings. Being non-
decomposable means that no operation exists for extracting parts of such a
string; as a matter of fact the only available operations are the literals, which
are underlined text strings, and equality (=) and Inequality (*). The type QUOT
is similar to set types in Pascal or enumeration types in Ada.

" TOKEN. The objects are simple values whose representation is not defined.
No literals exist for this type. The only predefined operations are equality (=)
and inequality (*).

Based on the above primitive types, other (composite) types can be defined. The following
composite types are used in the model: sets, tuples, and trees. Each of these is described
below.

* Sets of values of another type. The (postfix) type constructor is -set, and it de-
fines the new type to consist of all finite sets of elements of the argument type.
All elements in a set are different and they are not ordered. The predefined
operators for sets include:

1. Equality and inequality.
2. Set object constructors: {el,e 2, .... erj defines a set with n elements e1

to en (provided that'all the e's are different, otherwise the resulting set
contains each (different) element exactly once). 0 is the empty set with
no elements. {F(l) I P(i)} defines a set whose elements are defined by
F(i) for all I satisfying the predicate P(l) (a Boolean function); for ex-
ample, {i'2 1 2 I 5 6) Is (4,9,16,25,36).

3. Set membership: The operator e Is defined for each set type. e e s ex-
presses that the element e belongs to the set s (the value of the expres-
sion e = s is true If e belongs to s, and false otherwise); for example
5 • (5,2,1). Similarly, ee s is defined as: e does not belong to s. Hence,
for example, 5 * (5,2,1) Is false.

4. Subset relation: sl c s2 says that sl Is a proper subset of s2, I.e., all
elements of sl are also elements of s2, but there Is at least one element
of s2 that is not an element of sl; for example, (2,1) c (1,2,5).

10 CMU/SEI-88-TR-26



Tuples (or sequences) of values of another type. The (postfix) type constructor
is *, and it defines the new type to consist of all finite sequences of values of the
argument type including the empty sequence containing no values.2 The impor-
tant characteristic of a tuple is that the elements are ordered, so that one can
refer to the i'th element. The following operations are predefined for tuples:

1. Equality and inequality.

2. Tuple object constructors: <e1 ,e2, ... en> defines a tuple of length n with
elements e1 to en. <> is the empty tuple with no elements.
<F(i) I n < i : m A P(i)> defines a tuple whose elements are defined by
F(i) for i between n and m inclusive and satisfying the predicate P(i) (a
Boolean function). For example, <i**2 12 < i < 6 A IsEven(i)>, where
IsEven is a user defined predicate with the obvious definition, is
<4,16,36>. Note that i does not define the actual index values in the
resulting tuple; the index values are always from 1 the the length of the
tuple.

3. Concatenation: tl A t2 is the tuple resulting from concatenating two
tuples tl and t2; for example <1,5> A <2,1> is <1,5,2,1>.

4. Extraction operations: hd t yields the first element in (or head of) the
* tuple t (hd <5,2,1> is 5), and t t yields the remaining part (or tail) of the

tuple t ( <5,2,1> is <2,1>). Both these operations are partialin that they
are not defined for empty tuples. len t is the length of a tuple t
(len <5,2,1> is 3). Ind t yields the set of indices for t (the values from I
to len t). For example ind <5,2,1> Is {1,2,3.)

• Named trees3 (or cartesian products) containing values of other types. A tree is
characterized by the types of its component values. All values of a particular
tree type have the same number of components (as opposed to tuples where
the number of components may vary). Trees are similar to record types in pro-
gramming languages. The following operations are predefined for trees:

* 1. Equality and inequality. Two named trees are equal only if they have the
same name and the values of corresponding components are identical.

2. Tree object constructors: Given a tree type defined by A :: B C, one can
construct objects of type A by mk-A(b,c), where b and c are values of
the types B and C, respectively. For example, a value of

* type D :: NO BOOL is mk-D(5,te).

3. Selectors: Given the above definition of A and a value of that type, one
can select the Individual components by I- followed by the type name of
the component. For example s-B(a) yields the B-component of a value
"a" of type A. This means that s-B(.k-A(b,c)) is b.

2A similar type constructor exists for defining non-empty tuples. The constructor is , buit is not used in this
model.

* 3There are also unnamed trees, but we do not use those.

CMU(SEI-88-TR-26 11
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2.4.1.2. Type Equations and Abstract Syntaxes
The types of objects of concern in the model are defined by a number of type equations. A
type equation defines a type in terms of (other) related types by using some of the type
constructors defined in the previous section.

A number of mutually dependent type equations are often called an abstract syntax, and the
complete set of type equations for our model Is an example of such an abstract syntax. A
part of the abstract syntax Is shown below.

Event List = Event*

Event - INS Event I ZC Event

XNSEvent INSEventInfo Time-Stamp

NC Event MCEventInfo Tim- Stamp

INS _ventInfo = CommaEvent I ..

C _EventInfo - ComEvent I ...

Comma Zvent = El Event I ...

EF Event = ATTN2 I RTR I SOTI I ...

TimeStamp = NO
IS

The first type equation defines event lists to be tuples of events.

The second type equation defines an event as either an INS event or an EC event. The type
constructor "r defines the new type as consisting of values from either of the involved types.
The predefined operations are those of the constituent types and apply only to the types for
which they are defined.

The third type equation is an example of a named tree definition which defines an INS event
as having two components: INS event information and a time stamp (both defined by other
type equations).

The type equation for EFEvent defines the type as consisting of the quotation literals (of
type QUOT) present on the right-hand side.

The last type equation defines time stamps as being natural numbers (where a number
represents a multiple of .01 milliseconds).

An example of a value of type Event_Ust is:

< k-rZCE t (ITTN, 2), _k-INS Event (TTN2, 10),
;k-NCEvent (sTo, 15), uk-zNS_Event (RTR, 30) >

This describes part of a communication where: S
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1. EC sends an ATTN2 (at time 2, i.e., at time 0.02 ms)
2. INS responds (at time 10)
3. EC initiates the test message sending sequence (with an SOTM)
4. the INS says that it is ready to receive (RTR) the test message

Each type equation in an abstract syntax implicitly defines a predicate that expresses
whether a given value belongs to the type. Its name is is- followed by the type name. In the
above example, predicates such as is-INSEvent and is-ECEvent are implicitly defined.
These predicates are particularly useful for types such as INSEvent and EC_Event that are
used in constructing union types (using 1), because the predicates allow one to know the
type of such a value; in the example, one can tell whether an event (value of type Event) is
an INSEvent or an ECEvent.

At this point the reader should be able to understand the full set of type equations of the
model as defined in Chapter 3.

2.4.1.3. Functions
* A function is characterized by its name, the types of its parameters (if any) and the type of

its result.

The general scheme for defining functions is illustrated by the following example:

TiineStanps NonDecreasing (event_list) -

-- function body

type: Zvent List -+ BOOL

The definition gives the name of the function, here TimeStamps_NonDecreasing. It
* names the formal parameter(s), here event-list, and provides a body that defines the effect

of the function. It defines the type of function, in this case a function from values of type
EventUst to values of type BOOL. "-* Is a type constructor that defines the type of all
(total) functions from the provided parameter type(s) to the result type. Being 'total" means
that the function returns a well-defined value for all possible values of its parameters. Partial

I functions may have undefined result values for some subset of parameter values. Partial
function types are constructed by using 4 * instead of '4'. For some of our partial func-
tions we have provided a so-called 'pre-condition," which is a Boolean expression defining
the conditions under which the partial function Is guaranteed to yield a well-defined result. It
is written as: "pre: somebooleanexpression" Immediately following the type of the partial
function.

In some cases where the nature or role of one (or several) parameter(s) of a function is
different from the rest, the function may be defined as a 'curried' function. This means that
instead of defining the type of function as one of, for example, two parameters like "A B -4
C," Its type may be defined as 'A -+ (B -+ C),* which says that when one applies the func-

1
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tion to its first parameter (of type A), one gets a (new) function from the remaining parameter
(here of type B) as the result. As an example consider:

Event_Is_Correct_at_INS(f_history) (insevent) =

let nk-INS Event (eventinfo,) - ins event in
(is-Coos_Event (eventinfo) -- >

Corns_Event_IsCorrect atINS(f_history) (insevent),
T

NonComnsEventIsCorrectat.INS(f history))

type: EventList -+ (INS-Event -+ BOOL)

Here the first parameter, f history, provides the context in which the correctness of the sec-
ond parameter, insevent, is expressed. Hence, Event Is Correct at INS, when applied to
a history, yields the function that expresses the correctness of INS events.

2.4.1.4. Meta-IV Expressions
In addition to the predefined operations and user-defined functions described in the previous
sections, some Meta-IV language constructs are available for defining the body of functions.
The constructs are: let constructs, if then else constructs, McCarthy conditionals, cases con-
structs, and quantified expressions. They are introduced below.

* let constructs: A let construct is used to (locally) introduce an identifier within a
function definition aPI to bind the identifier to the value of an expression. A very
simple example of its use is: 9

let a = (1,3,8) in
-- some expression using "a"

Note that "a" is not like a variable in a procedural programming language in that
one cannot update "a" once it has been bound to a particular value. It is similar
to identifiers used in purely functional programming languages.
A let construct can also be used to decompose composite values, such as
trees, and give names to their components. An example of such a use is:

let ak-INS_Event (eventinfo, event_time) = insevent in
-- some expression using event-info and event_time

where insevent is a name of a value of type INS-Event (maybe a parameter of
a function), and eventinfo and eventtime are two new names for the compo-
nents of the event. This decomposition can be seen as an alternative to the use
of (several) selectors (see Section 2.4.1.1.). In case a particular component is
not used in the following expression, it need not be named on the left-hand side
of the let construct (leaving the space blank where it would have appeared).
Another form of let construct defines the selection of a value that has certain
properties (defined by a predicate) and binds it to a name. Its general form is:

let id e someset_or_type be s.t. P(id) in
-- some expression using id

14 CMU/SEI-88-TR-26
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which is read: "let id belonging to somesetorjtype be such that P(id) holds in
the following expression," where some_setorjype is an arbitrary set or type
a:,J P is a predicate whose value (presumably) depends on id.

* if then else constructs: Conditional expressions of the form:
if boolean expression then

expression1
else

* expression2

can be used with the obvious semantics. Note that since the whole construct is
an expression, both expression1 and expression2 (the else-part) must be
present.

AID McCarthy conditionals: A form of conditional expression that allows more than
two alternatives is the McCarthy conditional. Its general form is:

(boolean_expression1 -- > expression1 ,
(boolean_expression 2 -- > expression2 ,

0
(boolean_ezpression, -- > expression)

The value of such an expression is the value of the first expression i from the top
whose boolean expressioni has the value true. If none of them are true the
value is undefined, but it is up to the user of Meta-IV to ensure that this does
not happen. A special symbol "T may be used as the booleanexpressionn to
catch all remaining conditions.
An example of its use in the model is:

Data Event Is Correct at_1NS(f history) (ins event) =

let ak-INS_Event (event info, ) - ins event in
( is-Test Msg (even t_info) -- >

Test_MsgIs Correct_atINS (f history) (eventinfo),

is-Timeand Status _sg (eventinfo) -- >
Time_andStatus .Msg_Is_Corect_at INS(f_history),

is-Attitude Mtg (event info) -- >
Attitude Nsg I _CorrectatINS (f_history)

(eventinfo),

is-NavigationNag (event.info) - >
* Navigation Msg lsCorrect_atINS (f history)

(event info),

T--> false)

t: EventList -+ (INSZvent -+ DOOL)

CMU/SEI-8.TR-26 15
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The McCarthy conditional uses the predefined is- operation to distinguish the
four kinds of event Information that correspond to (potentially) correct data
events from the INS. The T covers situations where the event information is
not one of the four messages explicitly mentioned; It could be a
SelectDataMsg or an Error Data Message: see Chapter 3.

* cases constructs: One of the most used forms of conditional expressions in the
model is the cases construct. Its general form is: 0

cases selectezpression:
(ezpresaon or patte, -- > expressionz,
(eXpression o=_pattern2 -- > expression2,

(ezpression opatte=n -- > ezpression.)

The value of such an expression is the value of the first expression i from the top
whose expression-orpattem i is either an expression whose value is equal to
that of the select-expression or a pattern that matches the value of the
select-expression. Patterns are like expressions (typically of composite types).
The difference is that they may contain unbound identifiers or simply empty
spaces. Unbound identifiers are bound by the pattern so that they may be used
in expression i for referring to the corresponding components. Empty spaces
are used for components that are of no importance In expression i. If none of
the expressions or patterns matches the select expression, the value of the 9
whole cases expression is undefined, but it is up to the user of Meta-IV to en-
sure that this does not happen. A special symbol "T" may be used as
expression-or-pattern to catch the remaining possible values of
selectexpression.
An example of its use in the model is:

0
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SOI s_Correct WhenPeriodic_ gs_re Act ivatedatINS
(f_history) (so time)

cases NumberOfOutstanding_SOHsSentatINS (f_history):
(0 -- >

cases Last U(2,f history): --6.3.2.2.a
( < uk-C Zvent( , ),

u__-N SZvent(ACK, ) >
* ~tre,

< uk-s vent(ATTN1,,),
uk-INSEvent (event-Lnfo, ) > -- >

is-SignaltoINS_Operator(event info),

< uk-INS Zvent( , )I
uk-ICvent (ACK, ) > -- >

true,

< uk-CZvent (ATTU1,),
uk-IC_Event (event_info, ) > -- >

is-SignaltoIC .Operator(eventinfo),

T
false ),

1 -- >

cases Last (fhistory):
Suk-INSZvent(ef, -

ef Z ATTN1,

uk-ZC Zvent(ef, ef_.tie)
ef - ATTNl

of - MAE* Vf

ef - NRTR A
sor time - ef-time > SleepPeriod )),

T --> false )

tXp: Zvent.List - (TimeStamp -+ DOOL)

The function has an outer cases construct governing a choice that depends on
the number of currently outstanding SOMs (0, 1 or more). If the number is 0. a
cases construct utilizing pattern matching is used. It "looks" at the last two
events; if they match one of the four explicit patterns, each being a two-
component tuple, the value of the corresponding right-hand side is the function
result. Note that in two of the patterns the identifier "eventinfo" occurs. This is
an unbound identifier that is being bound by the match and is used in the right-
hand side expression. If the number of outstanding SOMs is 1, only the last
event is of Interest, and the condition depends on whether it is an INS event or
an EC event.

CMU/SEI-S-TR-26 17



,Quantified expressions: Both existential and universal quantifications are used.
Their general form is:

(3 id e smoren_set.ortype) (P (id))

(V id e sow _set, or.type) (P (id))

which are read: "there exists a value (Id) belonging to some_setorype for
which P holds" and "for all values (id) belonging to some set orjtype P holds,"
where P is a predicate that depends on Id. In both expressions more than one
identifier may be used in place of "id."
An example of its use In the model is:

Time Stamps Non Decreaing (event list) -

(V i, r nd event_ list)
((I < j) •

(1-TiamStamp (evnt list [i) ):

s-TimStamp(evntist[j])))

typ: ZventList -+ BOOL

The function uses the universal quantifier to express that for all possible pairs of
positions in an event list (indices in a tuple), it must be the case that if one Is
lower than the other, then the time stamp associated with the event in the first
position is less than or equal to the time stamp of the event in the second posi-
tion.

2.4.2. Example Meta-IV Function Descriptions
Three functions from the formal specification are discussed in detail. Each function is intro-
duced with a textual description of its purpose. Each of its constituent parts is then dis-
cussed to illustrate the use of Meta-IV in formalizing the original textual description.

2.4.2.1. ACK Is Correct_at_INS
The correctness of a number of events depends only on a few of the immediately preceding
events and not on the whole history of earlier events. Moreover, in many cases the actual
time at which those events occurred is unimportant. The following function illustrates both
aspects. it expresses the conditions under which an ACKINS may occur. [14] states that an
ACKINS Is Issued by the INS after it has received a valid test message or select data mes-
sage (both are of the type Data-Message in our model).

18 CMU/SEI88-TR.26



0. ACKIsCorrect_at_INS(f_history) =

1. cases Last n(2,f history):
2. ( < k-EC_Zvent(data_msg,), -- 6.3.2.2.ce
3. uk-EC Event(EOM, ) > -- >
4. Valid Data Message(data sg),
5. T
6. false )

type: EventList -* BOOL

Annotations:

" The correctness of an ACK at the INS is expressed as a function of event his-
tory only, since there are no timing constraints (line 0).

" Only the last two elements in the history are considered (line 1). (Note that the
function Lastn returns the entire history if the history has less than two
elements.)

" The last two events must have been EC events (lines 2-3), and the last one
must have been an EOM that terminates the message (line 2). The identifier
"data-msg" Is bound to the event information present in the second to the last
event (line 2).

" Note that since the time stamps are of no concern, no identifiers are provided
for those components in the pattern. Pattern matching allows for comparing
event sequences while ignoring time stamps. This scheme is used throughout
the specification.

" The event information in the second to the last event must be a valid data mes-
sage (line 4). Also notice that the presence of an EOMEC implies that the
preceding event must have been a DataMessage from the EC.

" If the last two events did not match the pattern, an ACK is not correct, i.e., false
is returned (lines 5-6). This includes the case where the history contains fewer
than two elements.

2.4.2.2. ProtocolObeyedatINS
The INS obeys the protocol if all events initiated at the INS are correct in the context of
history (the tuple of previously occurring events).

4This Ada-like oommment is a relarerm to a paragraph in [14). Referenoes of this form are used throughout the formal
model.
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0. Protocol ObeyedatXNS(history)(events-atj ns) =

1. (eventsat ins * <>) :3
2. (let first event = hd events at_ins in
3. (is-INSZvent(first event) D
4. Event_Is_Correct at INS(Filter_EventListatINS(history))

(first-event))
5. A
6. Protocol_Obeyed_atINS(history A <firstevent>)

(tl events atins))

type: EventList -4 (EventList -+ BOOL)

Annotations:

" This function uses two event lists: one is a list of events as seen at the INS; the
other is a list of events occurring prior to the first list as seen at the INS (line 0).
When the function is first called, the history is empty, <>, and the
"events at ins" is the complete list of events as seen at the INS.

* The function is defined using an implication starting on line 1. Recall that if the
antecedent of the implication is false, then the entire Implication is true. In fact
the implication can be false only if the antecedent is true and the consequent is
false. The antecedent states that the event list at the INS is not empty. This
means that if the event list is empty, the protocol is obeyed by the INS. The
consequent is the rest of the function.

* Given that the event list is not empty (line 1), the first event is the head of the
list and the identifier "firstevent" is introduced as a name for the first element
(line 2).

" Since at the INS only the correctness of INS events Is of interest, another impli-
cation is used to express the following: if the first event Is an INS event (line 3),
it must be correct in the context of the history when Ignorable EC events have
been removed (line 4). (See Section 2.4.3.1 for further details on the removal
of ignorable events.)

" In addition to the first event being correct if it is an INS event, the remaining list
of events must be correct (line 6). This is expressed by calling the function
recursively with an extended history (adding the "firstevent" to the history
tuple) and the remaining events at the INS (L eventsatjins). The recursion
leads to the "eventsatins" parameter eventually becoming the empty tuple,
which will terminate the recursion by the condition of line 1.

2.4.2.3. InltlatlngEF NotTooSoonatEC
There are several EC events that we call initiating events. Specifically these are EF events
issued by the EC that initiate an interaction with the INS. The IDS states that no more than
two of these initiating EF events may occur within one second. These initiating events are
SOMEC, SOTMEC and ATTN2Ec.

20 CMU/SEI-88-TR-26
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0. InitiatingEFNotTooSoon atEC(f history)(current time) -

1. (V i, J e ind f history)
2. ((is-EC_Event (f_history[i]) A is-EC_Event(f_history[jl)
3. Ai< j
4. A currenttime - s-TimeStamp(f_history[i]) <

MinInitiatingPairSeparationTime ) D

* 5. (let Emk-ECEvent(event info_i, ) = fhistory[i] in
6. let mk-EC Event(event infoJ, ) = fhistorEj] in
7. - (event_info_1 event infoj) c

(SOM, SOTM,ATTN2 }))

type: EventList - (TimeStamp -4 BOOL)

Annotations:

* The aforementioned EF initiation rate is one criterion for the correctness of
these initiating EFs. This function is a predicate that returns true if the condition
is satisfied and false otherwise. It is called with an event history and the time

* associated with the initiating event under scrutiny (line 0).
" The condition can be restated in terms of events in an event list as follows:

given any two events, el and e2, such that el occurred before e2 and el oc-
curred within one second of the event under scrutiny, then they should not both
be initiating events.

* " Line 1 expresses this in Meta-IV using universal quantification over the indices
of the event history. It states that for all i and j that are elements of the index
set of the fhistory, some condition must be satisfied.

" The condition is an implication that begins on line 2. Recall that if the antece-
dent of the implication is false, then the entire implication is true. In fact the
implication can be false only if the antecedent is true and the consequent is
false.

" The antecedent states that the i'th and j'th events should be EC events (line 2),
that the i'th event occurs before the j'th event (line 3), and that the i'th event is
within a specified amount of time (one second in this case) from the
currenttime (line 4). This amount of time is specified by the constant function

* Min.lnitiatingPair SeparationTime.
" The consequent states that the set comprised of the i'th and j'th event should

not be a subset of the set of initiating EFs (lines 5-7).

2.4.3. Basic Techniques Applied in the Model

2.4.3.1. Filtering of Event Lists
A general property of the protocol is that EFs that are received out of sequence at the INS
(for example, due to a transmission error) are to be ignored by the INS. Out of sequence
EFs received at the EC may either be ignored or responded to by an ATTN 1. To reflect the

* effect of ignoring EFs that are out of sequence and at the same time to simplify the functions
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in the model, we decided to explicitly remove ignorable EFs from the history before express-
ing the correctness of the following event. We refer to this process as "filtering." The filtering
functions for the INS and the EC are defined in Sections 5.3 and 6.3, respectively.

2.4.3.2. Completeness of Event Lists
The conditions defined by the correctness functions of the model basically express whether
an event is allowed to occur in a given context, and not whether it is required to happen.
This approach takes care of certain forms of non-determinism, i.e., contexts where one of
several next events is possible, for example, in the case that the EC receives an EF that is
out of sequence and may respond in either of two ways. The approach, however, means
that even if all events in the two sequences are correct, additional events may be required
by the protocol. This is not captured by the correctness functions. An example is the re-
quired sending of periodic messages. The concept of such "required events" is expressed in
the model by a completeness criterion that defines for the two correct event lists (at the INS
and at the EC) whether more events are required to happen. It is formalized by the function
IsComplete, which is defined in Section 4.2.

2.4.3.3. Use of Constant Functions
In [14] several specific numbers are used to define time intervals for required response
times, periodicity, etc. To symbolically represent the numbers, we have defined a set of
parameterless, constant functions. The names of these functions have been chosen to best
reflect the role of the number, for example, the function "AttitudePeriod" is defined as part
of describing the periodicity of attitude messages (its value is 6144, measured in 0.01 mil-
lisecond units). The constant functions are defined in Section 7.2.

2.4.4. Structure of the Formal Model
The formal specification of the INS communication protocol is presented in the remaining
chapters. Chapter 3 contains the type equations. Chapter 4 defiries functions that formalize
the protocol at the systems level by considering both the INS and the EC. Chapters 5 and 6
define functions that are specific to the INS and the EC, respectively. Chapter 7 contains
general functions, some that express important constants defined by the protocol, some that
provide elementary operations on one of the types defined in Chapter 3, and finally some
that are auxiliary functions used by several functions In Chapters 4 to 6. An index including
all functions is also provided.

The type equations are supplemented with annotations, and each function is accompanied
by a rationale section. Also, when appropriate, functions are augmented with references of
the form -- 6.3.2.1.c. These are references to sections in [14]. A number of conventions
that are not dictated by VDM have been used to increase the readability of the model. They
are:

* Type names in our model always begin with a capital letter.

" Function names always begin with a capital letter.
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* Formal parameters and objects are always in lowercase letters.
* All functions specific to the INS have a name ending in "_atINS". Similarly,

names of EC-specific functions end in _atEC".
* A history that has been filtered is always referred to as "fhistory".

It may be helpful to read the functions using the following strategy:

e Read the rationale for a function before trying to understand the function itself.
Functions tend to be decomposable into logical segments. The rationale mir-
rors this decomposition.

@ Read the top level functions in detail (Chapter 4). Then read the first three
sections of INS functions and EC functions (Chapters 5 and 6, respectively).
Become familiar with the function hierarchy. Read selected portions in detail.

e Keep in mind that the specification is basically three predicates (the top level
functions) .that are being applied to two sequences of events. The idea is that
an arbitrarily long communication session between the EC and the INS is being
examined to determine whether It adheres to the protocol. This is expressed by
looking at each event (one by one) in the context of all previous events (the
event history) and examining the communication event sequence as viewed
from the INS and as viewed from the EC. Note that all events must obey the
protocol. Thus, as soon as one event fails to satisfy the conditions, the predi-
cate returns false and no further examination is necessary. This generates the
following assumptions that are used throughout the specification. If the event
sequence represents the INS perspective, then all events generated by the INS

* that are in the event history satisfy the protocol. If the event sequence
represents the EC perspective, then all events generated by the EC that are in
the event history satisfy the protocol.
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3. Formal Model Type Equations
0 Event Li .t - Event

Event - INSEvent I XC Event

INS Event INSEvent Info Time-Stamip

* C Event ZC-Zvent Info Time-aznp

INS Event Info - Commas Event IINSNon-Cam Event

XC Event Info - CommaEvent MC CNon Comma lEvent

ComaEvent, Z- Event I Data-Mes sae

El Event - ACK IATT~l IATTN2 I ATTU4 I EONI
NAK INRTR IRTR 1 SO0 I OTH I Error El

DataMessage - PeriodicDateMessage INon Periodic Data Message
Error Data Message

*PeriodicData Message - Attitude Nag INavigation-Nag

NonPeriodicDataMessage w Test-Nag I Time-and Status-Nag ISelectData Nag

AttitudeMeg Data

*Navigation Nag Date

Test Meg Data

Time-andStatusNag Data

Select Data Nag Data SelectedNag_Type

SelectedNag Type - Attitude I Navigation I None IBoth

Data - DataElement*

DataElement - TOKEN

INS-Non ConuaEvent -Signal toINS Operator

Signal to INSOperator QUOT

ECNonComas 1event -Signal-from EC Operator I Si gnal to _ECLOperator

Signal-from EC Operator -Enable Coma I Disable Corns; I Send Test
Select Attitude I Select Navigation
Select Mons I Select Both

Signal to EZCLOperator ::QUO?

* Tim Staqp, - NO

CMU/SEI-W8TR-26 25



Annotations:

*Communication between the two computers is being modeled as a time-
ordered sequence of communications-related events. Thus the highest level
and most pervasive object type in the specification is an EventList. An
EventList is defined as a tuple of Events.

" Each Event Is associated with one of the two computers, the INS or the EC.
Consequently an event Is either an INSEvent or an ECEvent.

" In addition to being able to model sequential ordering in time, there are cir-
cumstances that necessitate modeling time, i.e., the time at which an Event oc-
curred. Thus Events (both INSEvents and EC Events) are modeled as two-
component trees. The first component captures information that allows further
characterization the of event itself: INSEventInfo and ECEventInfo. The
second component, TimeStamp, represents the time at which the event oc- S
curred.

" Both INSEvents and ECEvents may be communications events or non-
communications events. CommsEvents model those events that are issued
by one computer and may directly affect the other computer. These are either
EFEvents or DataMessages. The valid EFs are enumerated. An extra
EFEvent event is included to capture incorrect EFs.
Non-communications events (INSNon_CommsEvent and ECNonComms_
Event for the INS and EC, respectively) represent interaction with a console op-
erator or some other external influences on one computer that are not from the
other computer.

" DataMessages are further subdivided into periodic and non-periodic mes- 9
sages, which are enumerated.
Each message type Is defined as a tree. Attitude, navigation, test, and time
and status messages are single component trees, the component being the
data communicated in each message, respectively. Data are later defined as a
tuple of DataElements, which are TOKENs. Recall that the representation of
TOKENs is undefined. Therefore the exact nature of the data being transmitted S
is not being specified.
The fifth message type is the select data message. It is modeled as a two
component tree. The first component, Data, is exactly like the previous mes-
sages. The second component Selected Msg_Type, conveys information con-
ceming the content of the Data. Note that its representation is not specified,
but the information content of the message Is. The SelectedMsgType is fur-
ther defined as an enumeration of the four commands that the EC can issue to
the INS through a select data message; namely, to commence sending periodic
attitude messages, to commence sending periodic navigation messages, to
commence sending both periodic messages, or to stop sending periodic mes-
sages.

" The next several type equations deal with INS and EC non-communications
events, specifically Interactions with each computer's console operator. The
INSNon_CommsEvents are simply signals to the INS operator--no signals
from the INS operator are being modeled. They are not specified In any further
detail, since they are by-products of communications but have no direct impact
upon communications. The ECNon_CommsEvents are either signals from or
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to the EC operator. SignalfrorEC_Operator is further defined as an
enumeration of the commands that may be issued by the EC operator and im-
pact communications between the two computers.

* The final type equation simply states that TimesStamps are being modeled as
natural numbers. Time is expressed in multiples of .01 milliseconds, which is
the accuracy to which [14] specifies time.

0
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4. Formal Model Top Level Functions

4.1. Time Stamps Are Non-Decreasing in Event Sequences
TimeStamps Non Decreasing (event list) -

(V i, j r ind event list)
( < 5-D

(_S-Tme Stamp(event list i]) ! _-Ti=e.Stamp(event_list[j])))

type: EventList -4 BOOL

Rationale:

* Since the ordering of the elements in a tuple of events captures the order in
which these events occur, the time stamps of the events must be non-
decreasing in the sequence. The reason for not requiring strictly increasing time
stamps is that the model allows consecutive events to happen "at the same
time" (within the accuracy of the time measurement units).

* 4.2. Determine If the Protocol Is Obeyed
Protocol_Obeyed(events at ins, eventsat ec) =

Protocol_Obeyed at ZNS(<>)( eventsatins )
A
ProtocolObeyedatIC (<>) ( events_at-ec )

type: EventList Event List -+ BOOL

Rationale:

" We model communications between the INS and EC as a sequence of events.
This sequence is viewed from two perspectives: 1) at the INS communications
ports, and 2) at the EC communications ports.

" Under "normal" situations the two views should yield identical sequences
(excepting non-communications events). However, If transmission errors occur,
then the differing perspectives may yield different sequences.
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4.3. Determine If the Event Sequences Are Complete
Is Complete(events at ins, events-ate) -

- 3 event e (z I is-Mvent(Z) A -t is-Signal from_ Operator(x) ) )
Protocol Obeyed( events at ins A <event>,

events..atec - <vent> ) )

type: ZventList ZventList -+ BOOL

pre: Protocol Obeyed(events at ins, events at ec)

Rationale:

" The ProtocolObeyed function determines If all events in the event history are
correct in the context of each events history. All events that have transpired
may Indeed be correct, but the communications protocol may dictate that a fu-
ture event must occur.

* The idea captured by the above predicate is that, if an event could happen, it
should happen (e.g., if ACKINS can occur but doesn't, then we define the event
sequence as incomplete). Excepting signals from the EC operator, it is incor-
rect for no event to occur when there Is an event that can occur and obey the
protocol. The only type of event that can occur at any time is a signal from the
EC operator.

" This function is only applied to the event history If the history obeys the
protocol, and thus Protocol-Obeyed is a precondition to this function.
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5. Formal Model INS Functions

5.1. Determine If Protocol Is Obeyed at the INS
Protocol Obeyed at_ZNS (history) (eventsat-ins) =

(eventsatins * <>) :
(let first event - hd events at ins In

(in-INS_Event (first event) )
Event_Is_Correct_atINS(Filter_EventList atINS(history))

(firstevent))
A
Protocol_Obeyed at_INS (history A <first.event>) (tl eventsatins))

type: EventList -+ (EventList -+ BOOL)

Rationale:

* This function determines if the protocol is obeyed by the INS as seen at the
INS; I.e., ensures that the INS generates correct events. Note that from the
INS perspective, its own events are correct or incorrect and EC events are ex-
pected or unexpected.

" This function examines each event in a sequence and determines if it is correct
in the context of a filtered history.

* FilterEventUst atINS removes unexpected EC events (caused by transmis-
sion errors), thus simplifying the event stream that needs to be examined for
completeness and correctness. In essence this process removes EC events
that the INS may ignore (see Sections 2.4.2.2 and 5.3).

5.2. Look at Each INS Event in Context of History
EventIsCorrect_at_INS(f_history) (insevent) =

let ink-INS Event (eventinfo,) = ins-event in
(is-cornsZvent (event_info) -- >

Cor~sEvent Is Correct at INS (fhistory) (insevent),
T -- >

NonCoums_EventIs_Correct atINS(fhistory))

type: Event List -4 (INS_Event -+ BOOL)

Rationale:

e This function separates the treatment of communications events and non-
communications events.

* Notice that the name of the history parameter is f_history. This signifies that
this function is operating on a previously filtered event list.
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5.2.1. Look at Each INS Communications Event In Context of History
ComuwEventIsCorrect-atINS(t_history) (ins-event)

let mk-flIS_Event(everit-info,) = ins-event in
is-EFEvent (event info) >

EFEventisCorcrect-.atINS (f history) (ins-event),

is-Data Message(event-info) -- >

DataEventIsCorrect-atINS(f _history) (iris-event)

tne EventList -4 (INSEvent =4 BOOL)

Rationale:

* This function separates the treatment of EF events and data events.
" Also, notice that this is a partial function, since it prescribes no result for non-

communications INSEvents.
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5.2.1.1. Look at Each INS Communications EF Event In Context of History
* EFEventIsCorrect-atINS(f-history) (iris event) -

let ink-INSEvent (event-info, event-time) -ins-event in
cases event info:

(LCX -
ACK IsCorrect-atINS (:f history),

ATTN1 ->
* TTNl_-IsCorrect_at_NS Cf history) (event-time),

ATTK2 --
ATTN2_isCorrectatINS(f history),

ATTN4 7
ATTN4IsCorrect-atINS,

*ZOhIIs_Correct-atINS (f history) (event-time),

MAXIsCorrect-atINS Cf history),
NRTR 7-

NRTRIsCorrect-atINS (f_history) (event-time),
RTR >

RTRIs_-Correct-atINS Cf history) (event-time),
soxN-

SONIsCorrect-atINS Cf_history) (event_time),
SOTM --

SOTNIsCorrect-atINS (f_history) (event_time),
Error EF--

false

type: EventList --j (INSEvet -+ BOOL)

Rationale:

" This function divides EF events into the individual EFs and invokes functions to
* express the conditions for the individual EFs.

" Also, notice that this function is partial, since it does not prescribe a result for
non-communications events or for DataMessage events.
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5.2.1.2. Look at Each INS Communications Data Event In Context of History
DataEvent Is_Correctat_INS(f_history) (insevent) = 0

let mk-INS Event(event info, ) = ins event in
Tile-Test _ag (event info) --->

TestNag _Is_Correct atINS (f history) (event info),

is-Time and Status sg(eventinfo) -->
Time_andStatus Nag_Is_Correct atINS (fhistory) ,

is-AttitudeMag (eventinfo) -->
AttitudeMg IsCorrect atINS(fhistory) (eventinfo),

is-NavigationMag(eventinfo) -->
NavigationHsq_Is_Correct_at_INS (f_history) (event info), 0

T --> false)

type: EventList -4 (INSEvent -4 BOOL)

Rationale:

* This function divides the data events into the four data messages that are sentfrom the INS to the EC (see [14], p. 8-19, Table 8-2).

5.2.2. Look at Each INS Non-Communications Event In Context of History
NonCon=s_EventIsCorrect-atINS(f history) = 

Signal toOperatorIs_Correct atINS(f_history)

type: EventList -+ BOOL

Rationale:

* The only INS non-communications event is a signal to the INS operator.
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5.2.2.1. Look at Each INS Signal to Operator In the Context of History
* ~signal toINSOperator IsCorrect-at_!NS(f_history)=

TimeOutAfterECInitiatedSON atINS(f_history) -- 6.3.2.2.b
V

TimeOutAfterECInitiatedSOTM atINS(f history) - 6.3.2.3.a
V

* ErrorAfterSecondS0ON atIZNS(f history) -- 6.3.2.1
V

ErrorAfterSecond_50TH atINS(f-history) -- 6.3.2.3.c
V

InvalidMessage _Or TestMessage _Received atINS(f_history) -- 6.3.2.2.c
V

ATTN1_Received at_-INS (f_history) -- 6.3.6.2.d

typ: EventList - WOOL

Rationale:
Signals to the INS operator indicate error situations detected by the INS. Such
errors can be divided into:

* An INS time out after EC-initiated communication (after SOM or SOTM)
* Failing a second attempt to communicate (after SOMs or SOTMs)
" Receiving invalid messages or test messages
* Receiving an ATTN1 from the EC during communication

5.3. Filter Event List at INS
FilterEventList-atINS(events-at-ins)

* Remove UnexpectedECEvents ( <> ) ( events-at-ins)

type: EventList - EventList

Rationale:

*Out of sequence EFs are ignored (([14], 6.3.6.2.e).
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5.3.1. Remove Unexpected EC Events from Event List
Remove UnexpectedEZCEvents ( history ) ( events-at-ins) 0

events at ins * <> -- >

( l~et first event -hd events-at-ins in
( is-IC_Zvent(first-event) A

is-comsEvent( E-EC"vent..jnfo(first event))->
Corns_-Event_-Is_-Correct atEC( history )Cfirst event)--

RemnovenexpectedECEvents (history A<first event>)
(t1 events-at-ins)

T >
Remove UnexpectedECEvents (history )

(ti events-at-ins) )
T __>

Remove UnexpectedECEvents (history ** <first_eVent>)

(t1 events-at-ins)),

T *--> history)

tjye: EventList -+ (EventList --* EventList)

Rationale:

*Out of sequence EFs are defined as those that do not satisfy "EC correctness."

5.4. Determine Correctness of Individual INS EF Events

5.4.1. ACK
ACKIsCorrect_at_INS(f history)

cases Last n (2, f history):
< uk-IC Ivent(data usg, ),--6.3.2.2.c

uk-ICEvent(OM, ) > -- >

ValidDataMessage (data usg),
T--

false)

type: EventList -B DOL

Rationale:
" For the INS to issue an ACK, Rt must have received a DataMsg followed by an

EOM and determined that the message Is valid.
" Notice that there are no timing requirements between receiving an EOMEC and

Issuing the ACKINS.
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*Also notice that the presence of an EOMEC implies that the preceding event
must have been a Data-Message from the EC.

5.4.2. ATTN1
ATTN_IsCorrect-atINS Cf history) (attnl time)=

* £_history * <
A

is-INSEvent(Last(f_history))

(let ink-INSEvent (last-event, last-event-time) =Last( (fhistory) j!n
last -event r= I SON, SOTH, EON, ATTN2
A

* attnl-tim - last event-tim > Tim_-OutPeriod atINS ) -6.2.1.9-h

tMp: EventList -+ (Tim-Stamp~ -+ BOOL)

Rationale:

0 e The last event in the history must be an INS event.
" Moreover, the last event must be one the following events: SOM, SOTM, EOM,

or ATTN2 ( [14], 6.3.2.1 .a, 6.3.2.1 .c, 6.3.2.3.c).
" When awaiting a response from the EC, an ATTN 1 may only be issued upon

the expiry of the timeout period.

5.4.3. ATTN2
ATTN2_Is-Correct-atINS(f_history)-

fhistory * <
* A

c2ases Last (f_history):
mk-Ic Event(ATTN2, )->true, -- 6.2.1.b-c
T -- false)

tM: EventList -+ BOOL

* Rationale:

" EC is responsible for enabling communications ([114], 6.2.1).
" EC sends an ATTN2 to start enabling communications ([14), 6.2. 1.b).
" INS sends an ATTN2 only in response to ECs ATTN2 ([14], 6.2.1 .c).
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5.4.4. ATTN4
ATTN4_Is Correct at_ NS

false -- 6.2.2

Lp:--* DOOL

Rationale: •

e ATTN4 is only sent by the EC.

5.4.5. EOM
OM_isCorrectat_INS (f_history) (com tiMe)

f history * <>
A

cases Last(f_history):
(nk- NS Zvent(__-Test Keg(), )

true, -- 6.3.2.i.c

nkk-INSzvent(A-TimandStatus_ C(), ) -- >
true,

sk-INS _vent(ink-Attitude Msg(), )
PeriodicAttitude DeadlineisSatisfied (f_history) (eomtime),

a_-INS Event(ink-avigation Msg( ), ) -- >

PeriodicNavigation Deadline is Satisfied(fhistory) (eomtime),

T -- > false)

type: EventList -+ (TimeStamp -+ BOOL)

Rationale:

* An EOM can only follow the sending of a data message. The INS only sends
the four data messages that are specified.

" If the message is an attitude or navigation message, the EOM must meet the
periodic timing requirement (see Section 2.3.4).

0

38 CMU/SEI-88-TR-26

0



5.4.5.1. Determine If the Attitude Message's Deadline has Been Met
* Periodic AttitudeDeadline_is_Satisfied (f_history) (eon time) =

let end of previnterval e NO be s.t.
end_ofyrev interval*AttitudePeriod < eom time
A

(end of_previnterval+l) *Attitude Period 2t eomtime
in

* Select_Data_Request for_AttitudeinIntervai(f_history)
(end of_prev interval-1, end_of_prev.interval)

v

EON_forAttitude_in_nterval(fhistory)
(end._ofyprev-interval-1, end_of_yrev interval)

t jype: EventList -4 (TimeStamp -+ BOOL)

Rationale:

" The model of periodicity is one that assumes no phase shift from the beginning
of execution. The periodic intervals are therefore set at the beginning of execu-
tion.

0 * This function first determines the interval number of the interval containing the
EOM in question and then determines if the previous interval contains either a
select data message or an EOM.

" If the previous interval does not contain one of the two aforementioned events,
then the EOM in question is in the wrong interval (i.e., should have been in a

* previous interval).
• Note that AttitudePeriod is a constant function defined in Section 7.1.4.

3
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5.4.5.2. Determine If Select Data Message for the Attitude Message
Is In Designated Interval0

SelectData Request_forAttitude-inInterval( (fhistory) (start, and)

f history * <

cases Last Cf history):

= k-NCZvntQuk-SelectDataMeg( ,Attitude),od mag _.time ) -

ad-meg~tim > &tart*AttitudsPeriod
A

sd meg_time :9 end*AttitudePeriod,

uk-ZC_-Event (uk-Select Data Nag( 13oth),sd meg time )
sdi meg_time > start*AttitudePeriod
A

ad meg_time :9 and*AttitudePeriod,

T >
SelectData Requet-forAttitude-inInterval

( rront(f history) )(start, end))

jY2: EventList -+ (NO NO -4 BOOL)

Rationale:

*This function recursively searches for a select data message that selects at-
titude messages (by explicitly requesting attitude messages or by selecting both
periodic messages). It then determines it the time associated with the message
is in the designated Interval.
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5.4.5.3. Determine If EOM Following an Attitude Message Is In the Designated
Interval

ZON forAttitude-inInterval (f_history) (start, end)=

cases Last n(2, f-history):

<uLk-INSEvent (uk-AttitudeNag(C),)
* uk-INSKvent(EOK,eorn tine)> -- >

start:*AttitudePeriod < eamtime
A

end*AttitudePeriod L> eor time,

false,

T >
EON forAttitude-inInterval ( Frront (f history) )(start, end))

tye EventList -+ (NO NO -+ SOOL)

0 Rationale:
*This function recursively searches for an attitude data message followed by an
EOM and then determines if the time associated with the EOM is in the desig-
nated interval.

5.4.5.4. Determine If the Navigation Message's Deadline Has Been Bet

Periodic NavigationDeadline iosSatisfied(f _history) (eom time)=

let end ofprev _interval e NO be s.t.
end_ ofprev irterval*NavigationPeriod < corn time

* A

(endLpofyrev interval+l)*NavigationPeriod 2: corntime
in
Select_Data_Request for Navigation in_lnterval(f_history)

(end~ofyVrev interval-i, end ofprev interval)
V

30K for Navigation_in_Interval(f history)
* (endLpofprev interval-i, and ofprev interval)

&Mp: EventList -4 (Time-StamW -+ 900L)

Rationale:

*See rationale for attitude message meeting its deadline (5.4.5.1).
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5.4.5.5. Determine Hf Select Data Message for the Navigation Message Is In
Designated Interval

SelectData Request-forNavigation in Interval(f._history) (start, end)

f history * <>
A

cases Last (f_history):

ak-INS ZetQ!!E-SelectDataHag( ,Navigation),ad asg_t ime ) -

admTsg time > start*Navigation Period
A

ad wg time :9 end*NavigationPeriod,

uk-INS Event (ak-SelectData Meg( CBoth) ,sd msg_t ime))--
sdms tim. e > start*Navigation Period
A

ad magptime :5 end*NavigationPeriod,

T >
SelectData_ Request-forNavigation-inInterval

( Front(f history) )(start, end))

type: EventList -4 (No No -+ SOOL)

Rationale:
*This function recursively searches for a Select Data message that selects
Navigation messages (by explicitly requesting Navigation messages or by se-0
lecting both periodic messages). It then determines if the time associated with
the message is In the designated interval.
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5.4.5.6. Determine If EOM Following Navigation Message Is In Designated
0 Interval

EON foravigation-inIntervalf Cfhistory) (start, end)

f history * <
AJ

cases Last n (2, f-history):

( <ink-INSEvent (ak-Navigation Nsg (),,
uk-INSEvent (EON,e contime)> -- >

orn tim start*Navigation Period
A

corn time :5 end*NavigationPeriod,

EON for Navigation-inInterval( rront(f_history) )(start, end)

tye EventList -+ (NO NO -4 DOOL)

Rationale:

* * This function recursively searches for a navigation data message followed by
an EOM and then determines if the time associated with the EOM is in the
designated interval.

5.4.6. NAK
0 NAKIsCorrect-at_1N(f history)=

cases Last n(2,f history): --6.3.2.2.c
< <ak-E Event (data msg, ), ak-ECEvent (EON, ) > - ->

-, ValidDataNessage(data mg),
T >

* false )

type: EventList -+ DOOL)

Rationale:

* * For the INS to issue a NAK, it must have received a Data-Msg followed by an
EOM and determined that the message is invalid.

* Notice that there are no timing requirements between receiving an EOMEC and
Issuing the NAKINS.

* Also notice that the presence of an EOMEC implies that the preceding event
* must have been a Data-.Message from the EC.
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5.4.7. NRTR
NRTRIsCorrect-atINS =

false

tp:-+ BOOL

Rationale:

9P. 4-9 of [14] states that NRTR is not transmitted by the INS.

5.4.8. RTR
RTRIsCorrect-atINS(f history) (rtr-time)-

f-history * <
A

cases Last(f history): --6.3.2.2.a-b
( ik-ECEvent (SON, som time) -- >

rtr time - som time :5 ECTimeOutPeriod,

mk-ICEvent (30TH, ota time) -- >
rtr time - satintime :5 ZCTimeOutPeriod,

T
false)

type: Event-List -4(TimeStamp -+ BOOL)

Rationale:

" SOMEC or SOTMEc Must immediately precede an RTR.
" Moreover, the RTR must be issued within the EC allowed time-out period.
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5.4.9. SOM
* SOKIsCorrect-atINS (f history) (scm time)=

PeriodicMessagesAreActivated(f history) A
SONIsCorrectWhen PeriodicNags_Are_ Activated atINS(f_history)

V -- 6.2.1. f
0 SONIsCorrectWhenPeriodicNags _AreNotActivated atINS (f_history)

lype: Event-List -4 (TimeS-taM -4 BOOL)

Rationale:

* 9 An SOMINS is correct if periodic messages from the INS to the EC are enabled,
or

* An SOMINS is also correct after the enabling sequence at the beginning of the
message exchange for sending a time and status message.

* 5.4.9.1. Determine If Periodic Messages Are Activated
PeriodicMessagesAreActivated(f_history)=

f _history * <>
A

if is-EC Event(Last(f history)) then
* let inK-IC Ivent (last event,) = Last(f _history) in

(last event - ATTX2 ->false, --6.2.1.c
last7event - ATTN4 -- false, --6.2.1.a
last~event - uk-SelectData Nag( ,None ) --p.8-10

-- > falset,
last-event - nk-SelectData Msg( ,Attitude)

* -- >true,

last event - uk-SelectData Nsg( ,Navigation)
-- > true,

last-event - uk-SelectData Meg( ,Both
-- > true,

T >

ele PeriodicMessagesAreActivated( Front (f_history))

PeriodicMessagesAreActivated ( Front (f_history))

type: EventList -+ DOOL

Rationale:
0 * Periodic messages are activated only if a select data message (for attitude

data, navigation data, or both) exists In the history and an ATTN2 or ATTN4 or
select data for no data does not occur later.
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5.4.9.2. Given that Periodic Messages are Activated, Is SOM Correct?
SONisCorrectWhen PeriodicNegsAre Activated at_INS(f_history) (som time)

cases NumberOfOutstandiAgSO~sSent_&tIXNS Cf history):
(0 -- >

cases Last n(2,t history): -- 6.3.2.2.a
<umk-NC Event( , )

uk-INS Event(CK, ) >--

< uok-INS Event(,
uk-INSEvent (event info, ) >--

is-Signal_t_IS Operator (event-info),

<umk-INS Event ( , )
uk-NZC NZvent(ACR, ) >

true,

< mk-ZC Event(,
uk-NCEvent (event info, ) >--

is -Signal_tN COperator~event_info),

T
false )

cases Last (f history):
uk-INS_Zvent(ef,)->

of ; ATTN1,

uk-NCNvent(ef, of-tins)
of - AkTTN1
V
of - NAK
V
Cof - NRTR A
som time - of-time > Sleep Period),

T -- > false )

tyea: Event-List -4 (TimeStamp -+ DIOOL)

Rationale:

* If there are no outstanding SOMs (i.e. no incomplete message transfer se-
quences from the INS to the EC), then the SOM must follow one of the in-
dicated EF events or a signal to the operator.

" If there is one outstanding SOM, then the SOM in question must follow an
ATTN1, NAK, or an NRTR.

" If it follows an NRTR, there must be at least a SleepPeriod separation in time.
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5.4.9.3. Given that Communications Have Just Been Enabled, Is SOM Correct?

SOXIs-CorrectWhen-Periodic sgs_ Are_ NotActivated at_INS(f _history)
--6.2.1.e & 6.3.2.1.d

cases NumberOfOutstandingSOils_Sent_at_INS (f history):
(0 -- >

Ends-inEnabling__Sequence(f_history), -- 6.3.2.2.a

let i e ind f history be a. t.
Number ofOutstanding Mis _Sent atINS

( - f history~j] 1 1 5 1 < i7> T -0
A

(V k e ind f -history)
*~ (> i) m

Ccases f history CM:
( K-INSEvent(SOM, )->false,
F -- true)

in
Ends_in_Enabling__Sequaence( < f history~j] 1 1 :5 j < i >)

A

cases Last (f_history):
( k-INSEvent(ef,)--

ef = ATTN1,

* amk-ECEvent (ef, ef time) -- >

ef-= ATTN1
V

of = M__

V

ef - NRTR A
* som time -seftime > Sleep_Period)

T -- > false )

tye EventList -4 BOOL

Rationale:

0 e If the SOM is the beginning of a message transfer of the time and status mes-
sage and this is the time and status message that is due immediately after com-
munications have been enabled, then the SOM must be preceded immediately
by the enabling sequence.

* The SCM could also be the start of a retry for this message transfer.
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5.4.10. SOTIM
SOTi _IsCorrect-atIXNS (f history) (sotm time)-

cases Number -ofOutstanding SOTH _Sent-atINS(E_history): -- 6.3.2.2.a-c
(0 -- >

cases Last n (3, f history):
< <uk-IC Event (uk-TestNag o,

uk-ICIvent (OM, )
uk-IS Zvent(ACK, )> -- > true,

< uk-ZCEvent (uk-Test_14.go, )
uk-ICivent(OM, ),
uk-rINS Event (Mix, ) > -- > true,

T -- > false)

cases Last (f_history):
uk-INSEvent(ef,)

ef Z ATMN, -- 6.3.2.1.b &6.3.6.2.a

uk-ICIvent(ef,ef-time)--
ef - ATTNI -- 6.3.6.1
V

ef = NAK
V

ef - NRTR A

notm, time - ef time > SleepPeriod ))
-- 6.3.2.1.b

T ->false )

type: EventList -4 (TimeStamp - BOOL)

Rationale:

" If there are no outstanding SOTMs (i.e., no incomplete test message transfers
from the INS to the EC), then an SQTMV must follow one of the event triples.

" If there is one outstanding SOTM, then the SOTMV In question must follow an
AT7N 1, NAK, or an NRTR.

" If it follows an NRTR, there must be at least a Sleep-Period separation in time.
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5.5. Determine Correctness of Individual INS Data Message Events

5.5.1. Test Message
TestNag_Is_ Correct-atINS(f history) (event-info)

cases Last n(2,f history) --6.3.2.1.a a 6.3.2.3.c
<uk-INSNvent(SOTM, ),

0 <uk-NC-Zvnt(RTR, ) > ->true,

A

let i c= id f history be s.t. --6.3.2.3.c
* cases < f historyj] I 1 5 j 5 1+2 >:

< <u-ICEvent (uk-TestNag (),,
uk-NCEvent (EON, ),
ak-INSEvent(ef, ) > ->of c- (ACK, NAK),

T -- false)

A

0~ V e ind fhistory)
j > 1+2)

Ccases < f history~m] 1 J-2 5 m j >:
< <uk-NCEvent(uk-TestMsg(),)

uk-NCEvent (EO*,
* uk-VISEvent(ef, )> -- of 9 (ACK, lIAK),

T -- true)

in

event-info = -ICEventInfo( £_history[i])

Stype: EventList -4(INSEvent_Info -+ BOOL)

Rationale:

" SOTM and RTR must immediately precede a Test_-Msg.
" Also, the test message data must be the same data received in the initiating

* test message from the EC.

CMU/SEI-W8TR-26 49



5.5.2. Time and Status Message
Time-and Status agIsCorrect atINS(f-history) - 0

TSM_Is CorrectAfter Enabling Sequence(f history) --6.2.1.f G p.8-32(a)
V

TSM Is-CorrectAfter SelectData Nsg (fhistory) -- p. 8-32 (b)

typ: EventList -4 BOOL

Rationale:

" The time and status message can be sent on two occasions: 1) immediately
after the enabling sequence, and 2) immediately after the INS receives a select
data message from the EC.

" Note that [14], p. 8-32c, specifies an additional condition for sending a time and 0
status message. This condition is not being modeled.

5.5.2.1. Determine If Time and Status Message Is Correct After Enabling
Sequence 0

TSMs_CorrectAfter Enabling.Sequence (f history) =

cases Last_n(2,f_history): -- 6.3.2.1.a
< ink-INSEvent(SOm, ),

__-EC_Zvent (RTR, ) > -- >
SOM Is Correct When Periodic Msgs Are Not Activated atINS

(Front (Front (f history) ) ), -1

T -- > false)

tvye: EventList -+ BOOL

Rationale: 0

" The message must be preceded by an SOM and an RTR.
" In addition, the enabling sequence must precede those initial EFs. This is en-

sured by stripping off the SOM and the RTR and applying the function that en-
sures that an SOM is correct when periodic messages are not activated. The
only place that an SOMINS can appear when periodic messages are not ac- •
tivated is immediately after an enabling sequence.
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5.5.2.2. Determine If Time and Status Message Is Correct after Select Data
Message

TSMIsCorrectAfterSelectDataNag (f history)

cases Last n(2,f history): --6.3.2.1.a
< <uk-NS Event(SOW, ),

uk-ICZvent (RTR, ) > ->true,

* T -- false)

A

cases NumberOfOutstandingSO~s Sent-atINS Cf_history):
(1 -- >

let trunc_£_history - Front(Front(f ~history)) in --p.8-32(b)
cases Las~t ni(3,trunc_f history):

* C <<uk-ZCEvent( !!ak-Select Data Nag ( , Attitude) )
uk-ICEvent (EONi, ),
uk-IS Event (AMK, ) > -- > true,

< uk-ICEvent ( ukL-Select Data Nasg( , Navigation) )
uk-ICEvent (ION, ), -

0 uk-INS_Event (AMK, ) > -- > true,

<umk-ECE vent( uak-SelectData Nag( , Both) )
Uk-ICEvent (ION, ),
uk-INSIvent(ACK, ) > ->true,

T -- false,

2--

TSN_-Is_CorrectAfterSelectData Nag(
Front (Front (Front~f~history))) A Last_n(2,f_history))

T -- > false )

type: EventList -4 BOOL

Rationale:

" The message must be preceded by an SCM and an RTR.
" A select data message must precede the SOM that initiated the message trans-

* fer. Moreover, the select data message indeed must opt for data to be sent.
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5.5.3. Attitude Message
AttitudeKsg _IsCorectatINS (fhistory) (eventinfo) -

cases Last n(2, f_history):
( < nk-NS_Zvent(SOK,),

;k-ZC_ vent (RTR,) > -- > Valid_Data_Message (event.info),

T -->false)

type: Zvent_List -4 (INSEvent_Info -+ DOOL)

Rationale:

e Given the correctness of SOM at the EC (which has already been established,
see Section 2.4.4.), the event sequences above are the only ones that may im- 0
mediately precede an AttitudeMsg, or any non-test message for that matter.

* Correctness of the appearance of a periodic message is actually expressed
when EOM is checked. At that point periodicity and timeliness are checked.

5.5.4. Navigation Message 0

Navigation .ag_.ZCorrect atINS (fhistory) (eventinfo) ,

cases Last_n(2,f history):
< _k-INSEvent (SON,),

uk-EC Event (RTR, ) > -- > ValidData Msg (event info),

T -- >false)

type: EventList - (INS_EventInfo -+ BOOL)

Rationale:

" Given the correctness of SOM at the EC (which has already been established, S
see Section 2.4.4), the event sequences above are the only ones that may im-
mediately precede a NavigationMsg, or any non-test message for that matter.

" Correctness of the appearance of a periodic message is actually expressed
when EOM is checked. At that point periodicity and timeliness are checked.
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5.6. Determine the Correctness of Each INS Signal to Operator

5.6.1. Time-Out After EC Initiated SOM at INS
Time OutAfterIC Initiated SOM_atINS Cf history) =

cases Last n(3, f history):
(<uk-zc zvent(SOK,),

_k-INSvent(RTR,),
uk-NSZvent(ATTN , )> -- > trUe,

T -- > false)

LMp: ZvenaV Lst --* BOOL

* Rationale:

* The INS will time out the EC (causing an ATTN 1 to be sent) and alert the oper-
ator if the EC does not send its message within 10.24 ms after the INS is ready
([14], 6.3.2.2.b). The time-out period is not used by this function but is used
when expressing the correctness of the ATTN1 being sent before the signal to

* the operator.
* [14] 6.3.2.1.a is read to imply that ATTNI is issued before the operator is

alerted.

* 5.6.2. Time-Out After EC Initiated SOTM at INS

Time OutAfter _ Initiated SOTM atIRS (fhistory) =

cases Last n(3, f history):
(< k-zzvent(SoTm , ),

uk- BSZvent (RTR, ),
uk_-zNSzvent(ATTNl., )> true,

T -- > false)

type: -vent List -+ BOOL

Rationale:

0• The INS will time out the EC (causing an ATTN1 to be sent) and alert the oper-
ator if the EC does not send its test message within 10.24 ms after the INS is
ready ( [14], 6.3.2.2.b, 6.3.2.3.a). The actual time-out period is used when ex-
pressing the correctness of the ATTNI being sent before the signal to the oper-
ator.

* [14] 6.3.2.1.a is read to imply that ATTNI is issued before the operator is
alerted.
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5.6.3. Error After Second SOM at INS
ErrorAfterSecondSOM atINS (f-history)=0

TimeOutAfterSecond SON at_INS(f_history) -- 6.3.2.1.a(2)

NRTRReceivedAfterSecondSON atINS(f history) - 6.3.2.1.b(2)

MAK Received After-SecondSON atINS(f _history) -- 6.3.2.1.e

jyp2: EventList -+ BOOL

Rationale:

Failing a second attempt to communicate after a SOM is due to any of the fol-
lowing:

- An INS time out occurs
* The EC is not ready (NRTR)
- The message Is not accepted by the EC (NAK)

5.6.3.1. lime-out After Second SOM at INS
TimeOutAfterSecondSON atINS (f history)

NumberOf OutstandingSO~sSent-atINS (f_history) 2
A

cases Last((f history):
(ink-INSEvent (ATTN1, )->true,
F - false)

Lye Event List -+ DOOL

Rationale:

* An INS time out of the EC always results in an ATTN 1 being sent to the EC
(([14], 6.3.2.1.a(2), 6.3.6.2.a, 6.3.2.1.c.). This covers time outs directly following
the second SOM as well as those following the EOM.

* (14] 6.3.2.1 .a is read to imply that ATTN 1 is issued before the operator is
alerted.
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5.6.3.2. Received an NRTR After Second SOM at INS
* NRTRReceivedAfterSecondSON at_xffS( (history) =

NumberOfOutstanding_So~sSentatINS(f-history) = 2
A

cases Last Cf-history):
(uk-NCEvezlt(NRTR., )->true,
T -- false)

tmft: EventList -+ BOOL

Rationale:

*If, by the second attempt, the EC is not ready to receive a message, the INS
* operator is alerted ( [14], 6.3.2.1.b(2)).

5.6.3.3. Received a NAK After Second SOM at INS
NARReceived AfterSecondSON atINS (f_history)=

* NumberOfOutstanding_SOKsSent-atINS (f-history) =2

A

cases Last( (fhistory):
(mk-NC Event(HhK, )->true,
T ->false)

t3e EventList -+ DOOL

Rationale:

*If, by the second attempt, the EC does not acknowledge the receipt of a mes-
sage, the INS operator Is alerted ( [141, 6.3.2.1 .e).

5.6.4. Error After Second SOTM at INS
Error AfterSecondBOTH atINS(f history)

TimeOutAfterSecondSOTH atINS (f history)
V

* NRTRReceivedAfter-SecondSOT !at_INS(f_history)
V

MARReceivedAfterSecondSOTH atINS(f_history)

jyp: EventList -4 BOOL

Rationale:

* Falling a second attempt to communicate after a SOTM Is due to any of the
following:

* An INS time out occurs
* The EC Is not ready (NRTR)

* e The test message Is not accepted by the EC (NAK)
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5.6.4.1. ime-out After Second SOTM at INS
TimeOutAfterSecondSOT!.!at INs(f history)-

NumberOfOutstanding SOT~s_Sent at INS (f history) -2
A

cases Last (f -history):
(ak-INSEvent (ATTNl, ) ->true,

T 7- false)

type: EventList - BOOL

Rationale:

* An INS time out of the EC always results in an ATTNI being sent to the EC
( [14], 6.3.2.3.c, 6.3.2.1.a(2), 6.3.6.2.a, 6.3.2-1.c.). This covers time outs direct-
ly following the second SOTM as well as those following the EOM.

* [14] 6.3.2.1.a is read to imply that ATTNI is issued before the operator is
alerted.

5.6.4.2. Received an NRTR After Second SOTM at INS
NRTRReceivedAfter-Second_80TH atINS(f_history) =

NumberOfOutstanding SOT!4_Sent-atINS Cf history) - 20
A

cases Last (f history):
(ak-ECEventQ(NTR, )->true,
F - false)

type: EventList -4 BOOL 0

Rationale:

*If, by the second attempt, the EC is not ready to receive a test message, the
INS operator is alerted ( [14], 6.3.2.3.c, 6.3.2.1.b(2)).

0

0
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5.6.4.3. Received a NAK After Second SOTM at INS
MRReceivedAfter SecondSOTM atINS( Cfhistory)-

NumberOfOutstanding_SOT~s _SentatINS(f_history) -2
A

cases Last Cf history):
(Ukh-NC_Event(NAK, )->true,
T ->false)

lype: EventList -* BOOL

Rationale:

*If, by the second attempt, the EC does not acknowledge the receipt of a test
message, the INS operator is alerted ([114], 6.3.2.3.c, 6.3.2.1.e).

5.6.5. An Invalid Message or Test Message Was Received at INS
InvalidMessaget_Or_TestMessage_ Received atINS Cf history)

f history * <>
* A

cases Last Cf history):
(Uk-INSEvent (NAX, )->true,
T ->false)

type: EventList --+ BOOL

* Rationale:

*Whenever an Invalid message or test message is received by the INS. a NAK is
sent to the EC and the operator Is alerted (([14], 6.3.2.2.c, 6.3.2.3.b). NAK Is
only issued by the INS in the case of Invalid messages.

5.6.6. Received an ATTN1 at INS
ATTN1Received atINS (f_history)

f-history *<>
* A

cases Lastf Cfhistory):
(Uk-NcEZvent(ATTNl, )->true,
T ->false)

tM~: ZventList -+ BOOL

* Rationale:

*When the INS receives an ATTN 1, It alerts the INS operator ((14], 6.3.6.2.d).
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6. Formal Model EC Functions

6.1. Determine If Protocol Is Obeyed at the EC
Protocol Obeyedat EC (history) (events atec) =

(events at cc * <>) D
(let first event = hd eventsat_ec in

(is-EC Zvent (first_event) o
EventIs Correctat_EC (history) (firstevent))

A

Protocol Obeyedat_EC(history " <first event>) (tl eventsatcc)))

type: EventList - (Event_List -4 BOOL)

Rationale:

* This function determines if the protocol is obeyed by the EC, i.e., ensures that
the EC generates correct events. Note that from the EC perspective, its own
events are correct or incorrect and INS events are expected or unexpected.

e This function examines each event in a sequence and determines if it is correct
in the context of a history.

e Note that event filtering does not take place within this function as it does in the
equivalent INS function.

6.2. Look at Each EC Event in Context of History
Event_Is Correct at_EC(history) (ec_event) =

let mk-EC_Event (eventinfo,) = ec_event in
0 (is-ComEvent (eventinf o) -- >

CommsEventIs Correct atEC (history) (ecevent),

T -- >
let f history - FilterEventListat EC (history) in
Non_Coas EventIsCorrect atEC (f_history) (ec event))

type: EventList -+ (ECEvent -+ BOOL)

Rationale:

e This function separates the treatment of communications events and noncom-
munications events.

0 o FilterEventUst_at_EC removes unexpected INS events (caused by transmis-
sion errors or Incorrect INS behavior), thus simplifying the event stream that
needs to be examined. In essence this process removes INS events that the
EC may Ignore. It Is only done when the current event is an EC non-
communication event, since out-of-sequence INS EFs may cause the EC to

* respond with an ATTN 1.
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6.2.1. Look at Each EC Communicatiors Event in Context of History
Con=sEventIsCorrect atEC(history) (ec event) =

let mk-EC Event(event info,) = ec event in
(is-EFEvent (eventinfo) -- >

EF_EventIsCorrect_at_EC(history)(ecevent),

is-Data Hessage(eventinfo) -- > 0
let f history = FilterEvent List at EC(history) in
Data_EventIsCorrect_at_EC(f history)(ec event))

ype: EventList -4 (ECEvent =4 BOOL)

Rationale:

* This function separates the treatment of EF events and data events.
" FilterEventList atEC removes unexpected INS events (caused by transmis-

sion errors or incorrect INS behavior), thus simplifying the event stream that
needs to be examined. In essence this process removes INS events that the
EC may ignore. It is only done for data messages, since out-of-sequence INS
EFs may cause the EC to respond with an ATTN1. 0
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6.2.1.1. Look at Each EC Communications EF Event in Context of History

SIFEventIs_Correct at C(history) (ec event) =

let mk-IC Event (eventinfo, eventtime) = ecevent in
if event info = ATTNI then

ATTNI1Is_Correct_ati C(history) (event time)
else

let f history = Filter_EventListatEC(history) in
0 cases event info:

(AC >
ACK_IsCorrect at IC (f_history) (eventtime),

ATTN2 -- >
ATTN2_IsCorrectatC (fhistory) (eventtime),

ATTN4 -- >
* ATTN4_I s_Correctat_IC(f history),

1OM Is_Correct_at_EC(f_history) (event time),
MX -->

MAIsCorrect_at_EC(fhistory) (eventtime),
NRTR -->

NRTRIsCorrect atIC(fhistory) (eventtime),
0 RTR -->

RTR_Is_Correctat_EC(f_history) (eventtime),
SOM -

SOX Is Correctat_EC(f_history) (event time),
SOT>

SOTMIsCorrectatIC(f_history) (eventtime),
0 Error F -->

false)

type: EventList -+ (INSEvent + BOOL)

Rationale:

* * This function divides EF events into the individual EFs and invokes functions to
express the conditions for the individual EFs.

* FilterEventlstatEC removes unexpected INS events (caused by transmis-
sion errors or incorrect INS behavior), thus simplifying the event stream that
needs to be examined. In essence this process removes INS events that the
EC may ignore. It is done for all EC EFs except ATTN1, since out-of-sequence

* INS EFs may cause the EC to respond with an ATTN1.
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6.2.1.2. Look at Each EC Data Event In Context of History
DataEvent_IsCorrectatKC(f_history) (ecevent) =

let mk-EC_Event(event_info, ) = ecevent in
(is-Test Msg(event_info) -- >

Test MsgIsCorrectat_EC(fhistory) (ecevent),

is-SelectDataMsg(eventinfo) -- >
SelectDataMg_Is_CorrectatEC(f_history) (ecevent),

T
false)

type: EventList -4 (ECEvent -4 BOOL)

Rationale:

* This function separates the treatment of test messages, select data messages,
and other messages (the latter are never correct data events from the EC).

6.2.2. Look at Each EC Non-Communications Event in Context of History •
NonCom3sEventIsCorrectatEC(f_history) (ec_event) =

let mk-EC Event(eventinfo, ) = ec event in
(is-Signalfrom_EC_Operator(event-info) --->

Signal-from ECOperatorIsCorrectatEC,
T __>

Signal toECOperatorIsCorrectatEC(f_history))

type: EventList - (ECEvent =- BOOL)

Rationale:

* This function separates the treatment of signals from and to the EC operator.

6.2.2.1. Look at Each EC Signal from the Operator in Context of History
Signalfrom EC .Operator IsCorrectat EC =

true

type: -4 BOOL

Rationale:
* The behavior of the EC operator is part of the environment of the system and

outside its control. 0
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6.2.2.2. Look at Each EC Signal to the Operator in Context of History

Signal toECOperatorIsCorrect atEC(E history)

type: EventList -+ BOOL

Rationale:

* The EC may send signals to its operator. The specification of when such sig-
nals occur is not part of the communication protocol.

6.3. Filter Event List at EC
Filter EventListatEC(eventsatec) =

RemoveUnexpectedINS_Events (<>) (events_at_ec) -- 6.3.6.1.c

type: EventList - EventList

Rationale:

e Out-of-sequence INS EFs can be ignored, except when considering the legality
of an EC ATTN1.

6.3.1. Remove Unexpected INS Events at EC
* RemoveUnexpected ECEvents (history)(eventsatec) =

(events at ec * <> -->
(let first_event = hd events_atec in
(is-INSEvent (first-event) A

is-Coms Event(s-INSEventInfo(first-event)) -- >

- (Comm _Event_Is CorrectatINS(history) (firstevent) -- >
RemoveUnexpectedINSEvents (history ^ <first_event>)

(tl events_atEC)
T -- >

RemoveUnexpectedINSEvents (history) (tI events atec)),

T >
0 RemoveUnexpectedECEvents (history A <firstevent>)),

(tl events at ec)

T--> history)

* type: EventList -4 (EventList -4 EventList)

Rationale:

e Out-of-sequence INS EFs are defined as those not satisfying the
"INS correctness."
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6.4. Determine Correctness of Individual EC EF Events

6.4.1. ACK
ACKIsCorrect-atEC(f history) (acktime)-

cases Last -n (2,f fhistory):
(<ink-INSEvent (data mag, ),

uk-INSEvent (EON, ;orn tim)> -- >
ValidData Messag.(idata msg) -- 6.3.2.1.d
A

ack tim - eorn tim !5 Tim_ OutPeriod atINS, -- 6.2.3.2.a
T >

false)

tye EventList -4 (TimStanp -+ DOOL)

Rationale:

" The EC acknowledges the receipt of a message (responds with an ACK) after
the corresponding EOM if the message is valid.

" The ACK response must occur before the INS time-out period associated with
the EOM.

6.4.2. ATTN1
ATTN1_sCorrect-atEC (history) (attn2._time)9

history * <
A

(is-INSEvent(Lat(history)) -- > -- 6.3.6.1.c
INSEFIsout Of Sequence-atEC (Front (history)) (Last (history)),

T le kZCZetlate _> -- 6.3.6.1.a
letinkECven (lst vent, last event-time) = Last (history) in

last_even t E (RTR, SON, 80TH)
A

attnl tim- last-event tim > Tim_-OutPeriod atEC)

type: EventList -~(Tim_-Stamp -+ BOOL) 0

Rationale:

" An ATTN 1 from the EC is either the response to an INS EF that is received out
of sequence, or to the EC timing out the INS in cases where a timely response
is required (after RTR, SOM or SOTM, but not after EOM as at the INS;
[14] 6.3.2.1.b, 6.3.2.2.a, 6.3.2.3.a).

" Note that the INSEFIsOutOf_Sequence atEC function is true for histories
that Include penodic messages that do not satisfy the required periodicity.

64 CMUISEI-88-TR-26



6.4.2.1. Detect out of Sequence INS EF Events at EC

0 INSKYIgOutof Sequence~t_EC(history) (ins -event)

let f history - rilterEventList-atIC (history) in
le-t uNk-INSEvent (last event, )-ins-event in
is-ElEvent (last event)
A

-' KYventIs Correct-atINS(f history) (ins event)

jyp: EventList -4 (INSEvent -4 BOOL)

Rationale:

*For an INS event to be an out-of-sequence EF (at the EC), it must (obviously)
be an EF event, and secondly it must be Incorrect when seen as an event at

* the INS, given the history as seen by the EC [14] (6.3.6.1 .c).

6.4.3. ATTN2
ATTN2_sCorrect-atZC(t history) (attn2_time)

0 Eno ling Requsted atIC(f-history)

Initiating KY_ NotTooSoonsatEC(f history) (attn2_tims) -- 6.2.3.2.b

: EventList -+ (Tims Stavp -+ BOOL)

0 Rationale:
" ATTN2 is issued by the EC as the first EF in an enabling sequence (([14],

6.2.1 .b and p. 5-2). Hence, enabling must have been requested by the EC op-
erator.

" ATTN2 falls into the category of initiating EFs (which Includes SOM and SOTM
0 as well), and no more than two of such EFs are allowed per second.

0
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6.4.3.1. No More Than Two Initiating ElFs per Second from the EC
Initiating KYNot_Too_Soon at_C(f_history) (current time)-

(V i, j e ind f history)
((is-ECEvent(f_history[ij) A is-NC_vent(fhistory[j])

A i <j

A current time - a-TimeStamp(f history~i]) :9
KinInitiatin g air SeparationTime ) : 9

(let __-Z Event(event info i, ) = f_history~i] in
let k-ECEvent (event~infoj, ) - f history Li] 4:n

-(event-info-i, event-infoj) c
(SON, SOTK,ATTN2j))

tye EventList -+ (TimeStamp - BOOL)

Rationale:
" No more than two initiating EFs (i.e., SOM, SOTM or ATTN2) may occur within

one second [141 (6.2.3.2.b).
" This means that for any two previous EC events (from the history) that hap-

pened within that period, they cannot both fall into this category of initiating
EFs.

6.4.3.2. Enabling has been Requested by the EC Operator
Enabling_ Requested at_EC (fhistory)=

f history * <

(if is-ECKvnt(Last(f history)) then
i-ECEventInfo (Last (f_history)) = Enable Conus0

else EnablingRequested atEC (Front (f history)))

type: EventList -4 fOOL

Rationale:

*The last EC event in the history must be an operator request for enabling com-
munications.
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6.4.4. ATTN4
* ATTN4_IsCorrect atEC(fhistory) =

Disabling Requested atEC (fhistory)

&t EventList -4 BOOL

Rationale:

* ATTN4 from the EC is the EF used to disable communication. ATTN4 can be
issued whenever the EC operator requests it [14] (6.2.2.a).

* 6.4.4.1. Disabling has been Requested by the EC Operator
Disabling Requested atIC (f_history) =

f_history * <>
A.
(if is-EC_Event(Last(f history)) then

* 5-EC Event_Info (Last (f_history)) = Disable Couns
else Disablinq RequestedatSC (Front (fhistory)))

ype EventList -+ BOOL

Rationale:

* * The last EC event in the history must be an operator request for disabling com-
munications.

6.4.5. EOM
EOMIs_Correct_at_ZC(f_history) (eortime) =

cases Last_n (2,f history):
(<ik-IS_Event(RTR, tr._time),

=k-IC Event(ecinfo, )> -- >
is -Data message (ec.info)
A

*eom time - rtrtime _< TimeOutPeriodatINS, -- 6.3.2.2.b
T

false)

LyM Event-List -), (Time 5taop -4 DOOL)

Rationale:

" An EOM must follow a data message from the EC [14] (6.2.3.2).
" It must be issued before the INS times out the EC.
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6.4.6. NAK
MARIsCorrect-atUC(f history) (nak time)-

cases Last -n '(2, f-history):
(<uk-INSEvent (data Msg, )

uk-INSEvent (zEON,o utime)> -- >

--, ValidDataNeasage(data msg) -- 6.3.2.1.d
A

nak-time - eorn time .5 TimeOutPeriod atINS, -- 6.2.3.2.a
T >

false)

type: EventList -4 (TimeStamp -+ SOOL)

Rationale:

" When a message has been received from the INS (terminated by an EOM) and
the validity check of the message fails, the EC responds with a NAK

" The EC must issue this response before it is being timed out by the INS.

6.4.7. NRITR
NRTRIsCorrect-atEC(f_history) (nrtr-time)

f history * <

-Data-BufferIsReady_at _ZC(f_history) -- 6.3.2.1.b9
A

cases Lastf Cfhistory):
(uk-INSEvent (SON, scmtine) -- >

nrtr time - scm tim : TimeOutPeriod atINS, -- 6.2.3.2.a
uk-INSE vent (SOTN, sota time) -- >

nrtr time - sota tim;e :9 TimeOutPeriod atINS, -- 6.2.3.2.a
T >

false)

type: EventList -+ (Time Stamp -4 BOOL)

Rationale:

" An NRTR signals that the data buffer at the EC is not ready.
" An NRTR must follow either an SOM or an SOTM from the INS, and do so

before the EC is timed out by the INS.
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6.4.8. RTR

* RTRIsCorect-at EC(f history) (r_tim) =

f_history * <>
A

Data BufferIs_Ready at_EC(f history) 6.3.2.1.b
A

cases Last (f history):
(_k-INS Zvent (SON, somtime) -- >

rtrtime - sontime _< Time_Out_PeriodatINS, -- 6.2.3.2.a
_k-INS_Event (SOT , sota_time) -- >

rtrtime - sotm_time Time_OutPeriodatINS, -- 6.2.3.2.a
T

false)

type: EventList -4 (Time Stamp - BOOL)

Rationale:

* An RTR signals that the data buffer at the EC is ready.
* An RTR must follow either an SOM or an SOTM from the INS, and do so before

the EC is timed out by the INS.

6.4.8.1. Determine whether the EC Data Buffer Is Ready

DataBufferIs_Ready_at_EC (f_history) =

ype: EventList -+ BOOL

Rationale:

• [14] does not define when the EC data buffer is ready. The function is included
in the model because the availability of a buffer affects certain EC responses
(RTR and NRTR).

6.4.9. SOM

* SOM IsCorrect atEC (fhistory) (som time) =

ComunicationsareEnabled(f_history)
A

InitiatinqgEFNot_Too_Soon_atEC(f_history) (som time)
A

* SelectData_MessageRequested(fhistory)

te: EventList -+ (TimeStamp -+ BOOL)

Rationale:

* An SOM can only be sent after communications have been enabled.
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* SOM falls into the category of initiating EFs (which includes SOTM and ATTN2
as well), and no more than two such EFs are allowed per second.

" SOMs are only used by the EC to initiate the sending of a select data message.
Therefore, a select data message must have been requested by the operator
before the EC issues an SOM.

6.4.9.1. Communications are Enabled 0

Communications-are Enabled(f history) =

Ends-inEnabling Sequence (f history) -- 6.2.1. a-e
V

(f history * <>
A

cases Last (f history):
(mk-ICEvent (ATTN2,) -- > false,

_k-C_,Event (ATTN4,) -- > false,
T

Communicationsare_Enabled(Front(f_history))))

Itpne: EventList -+ BOOL 0

Rationale:

* Communications are enabled if the event sequence contains an enabling se-
quence, and there are no later ATTN2s or ATTN4s from the EC after the last
enabling sequence. •

6.4.9.2. A Select Data Message must have been Requested

SelectData MessageRequested (f history) =

f_history # <>
A

(if is-EC Event (Last (f_history)) then
let uk-IC_Event (oc_info, ) = Last (f_history) in
ec_info e (Select Attitude, Select Navigation,

Select None, Select Both)
else Select Data_Message Requested(Front(f_history))

type: EventList -* BOOL

Rationale:

* The last EC event in the history must be an operator request for sending a se-
lect data message.
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6.4.10. SOTM
SOTM ICorectatEC(fhistory)(sota time) =

f_history * <>
A

Initiating R7 NotTooSoon atEC(f history)(sotm time)
A

cases Last (fhistory):
(ink-INSEvent(ATTN2,attn2_time) -- >

sotG time - attn2 time < TimeOut Period atINS, -- 6.2.1.c-d
T -- >

ComiunicationsareEnabled(f_history)
A

TestMessage Requested (f_history))

type: EventList -4 (Time_Stamp -4 OOL)

Rationale:

e SOTM falls into the category of initiating EFs (which includes SOM and ATTN2
as well), and no more than two of such EFs are allowed per second.

* Moreover, the SOTM must either:

" follow an ATTN2 from the INS (as part of enabling the communications),
or

* have been explicitly requested by the EC operator (in which case com-
munications must have been enabled).

6.4.10.1. Determine If a Test Message has been Requested by the EC Operator

TestMessage Requested(f_history)

f_history * <>
A

(if is-EC_Event(Last(f_history)) then
s-C_Event_Info (Last (f_history)) = Send Test

else TestMessage Requested(Front(f_history)))

type: EventList - BOOL

Rationale:

* The last EC event in the history must be an operator request for sending a test
message.
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6.5. Determine Correctness of Individual EC Data Message Events

6.5-1. Test Message
TestNagIs Correct-atEZC(f history) (so event)

let ak-ZC Event (test mag, c - cevent in
cases Last n(2,f history):.

(<amk-BCEvent(SOTN,' ),
uk-INSEvent(RTR, )> ->Valid -Data Nessage(test mag),
T -- false)

t E: ventList -+ (BC_ Event ~.BOOL)

Rationale:

" A test message can only be sent to the INS if the INS is ready to receive a test
message [14] (6.3.2.3.a and 6.3.2.2.b).

" The test message must be valid when sent.

6.5.2. Select Data Message
SelectData Nags Correct-atEC(f-history) (ec-event)

cases f -history:
(fIhistoryjpref im A, <mk-ECEvent (SON, )

sk-INSEvent(RTR, )> -- >
let ink-Bc Event (select data mag, event-time) ec event in
ValidData Nassage (sel~ect data msg)
A

Corresponding.lect Data Mg Pequested (fhistory pref iz)
(select-data msg)

A

SelectData Nag Not,_TooOften atBC (f_history) (event-time),
T

false)

tMle EventList -+ (ECEvent =+ BOOL)

Rationale:0

" A select data message can only be sent to the INS it the INS is ready to receive
such a message ([14], 6.3.2.2.a-b).

* The select data message must be valid.
" The select data message must specify the selection of data requested by the

EC operator.
" Select data messages must not be sent too often (more than once per second).
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6.5.2.1. The Corresponding Select Data Message Must have been Requested
* Corresponding.electData Hag Rquested(f history) (select data mag)

f history * <>
A

(If is-ZCEvent (Last Cf history)) then
let inK-NCEvent (c info, ) - Lastf Cfhistory) in
let selected mag:type = E-Selected Nag Type (select-data inag) in

* cases selected ing_type:
(Attitude 7--> ec info = Select Attitude,
Navication -- > ec-info = Select Naviaation,
None -- > c info - Select None,
Both -- > 7c1n fo -Select Both)

else Corresponding SelectData Hag Requested(ront(f history))
* (select-data insg))

jype: EventList -4 (SelectData Nasg -* BOOL)

Rationale:
*The select data message sent to the INS must reflect the selection specified by

* the EC operator. The last EC event must be an operator request for sending a
select data message.

6.5.2.2. No More than One Select Data Message from the EC per Second
SelectData Nag NotTooOften-atEC(f_history) (time stamp)=

-(3 i e ind f history)
(9is-Cvent(f_historyli])
A

is-SelectData Nsg(a-ECEventInfo(f _historyi))
A

timestamp - a-TimeStamp(f history~i]) <
Min-SelectData Separation-time)

type: EventList -4 (Time-Stamp -+ 200L)

Rationale:
*No more than one select data message is allowed per second, i.e., no (other)
select data message can have occurred within the last second (([141, pg. 8-10).
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7. Formal Model General Functions

7.1. Auxiliary Functions

* 7.1.1. Determine If a Data Message is Valid
ValidDataMessage (data_mag) =

(data_msg = Error Data Message -- > false,
T

type: DataMessage -- BOOL

Rationale:

" This function validates the correctness of data messages at the INS and at the
EC.

" However, its detailed specification is not part of the communication protocol and
* hence is considered to be outside the scope of this effort.
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7.1.2. Cetermine If the History Ends In an Enabling Sequence
Ends-inEnabling__Sequence (f_history) =

cases Last n(3,f history): -- 6.2.1.d-e
< 3k-INSEvent(mk-Teat Msg(),,

;i-INSZvent (EO4, ),
mk-EC Event(ACK, ) > -- true,

T -- false)

(3 i E ind f -history) --6.2.1.c-e
(cases f history~il:

( 3k -INS_Event(ATTN2, )->true,
T -- false)

A

(V j E (ki k E ind f history A k > i
( cases f history i]:

( 3K-INSEvent(ATTN2, )->false,
T -- >true)

A

('V j E Jkl k e ind f history A k > i A k 5 (len f history) -2-3)
(cases < fhistory (mJ I j m 5 j+2 >:

< 3k-INSEvent (!!!-Test msg(),,
3k-INSEvent(EOM, ),-
;i-ECEveit(ACK, ) > ->false,

T -- true)

e EventList -+ BOOL

Rationale:

" Regardless of retries, a successful enabling sequence must end in the in-
dicated sequence of EFs.

" Moreover, there are no ATTN2s or ATTN4s after the ATTN21NS that was issued
in response to the EC initiation of communications via ATTN2EC. Note that this
function employs the knowledge that the only correct EF to follow an ATTN4 is
an ATTN2EC and an ATTN21NS can only follow an ATTN2EC.

* Moreover, the only subsequence after the ATTN21NS consisting of Test-Msg1NS,
EOMINS, ACKEC is the last three events.
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7.1.3. Number of SOMs Sent from the INS and Still Outstanding
* NumberOfO>utstanding_SOCs_Sent-atINS (f_history)-

if f-history * <> then
cases Last (f-history):

(mk-ECEvent (last event,)->
(last-event E {ACK, ATTN2, ATTN4, SOM, S0TM) ->0, -- 6.3.2.1.e

T ubrO usadiq itr))
NumbrOfOuttandng O~sSentatINS(Front(f_hitr))

uk-INS Event (last event,)--
(la'st event = SFON

17+ Numberofoutstanding SOms Sent-atINS(Front(f -history)),
is-Signal-toINSOperator~iast event) ->0,

T
* NumberOfOutstandingSO~sSent-atINS (Front (f_history))))

else 0

type: EventList -+ NO

Rationale:
* * Yields the number of SOMs issued by the INS for non-terminated messages.

7.1.4. Number of SOTMs Sent from the INS and Still Outstanding
NumberOfOutstanding_SPOT~sSent-.atINS(f history)

0 if f history * <> then
cases Last(f-history):

(ink-ECEvent (last-event,)->
(last-event e (ACK, ATTN2, ATTN4, SON, SOTM) - 0, -- 6.3.2.1.e

NumberOfOutstanding__SOT~sSent-atINS(Froit(f-history))),
* uk-INSEvent (last event,)--

(last event = oTm
1 +; NumberofOutstanding._SOT~sSent atINS(Front(f-history)),

is-Sgna~toINSOperator(last event) -- >70,

T
NumberOfOutstanding__SOT~as_Sent-atINS(Front(f_history))))

else 0

tye EventList -* NO

Rationale:

Yields the number of SOTMs issued by the INS fo~r non-terminated test mes-
* sages.
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7.2. Constant Functions

7.2.1. Constant Function for INS Time-Out Period

TimeOut_Period_at_INS =

1024 --6.2.3.2.a

Le -- * Ni

7.2.2. Constant Function for EC Time-Out Period
TimeOutPeriodatEC = 0

800 -- 6.3.2.1.b

type: -4 NI

7.2.3. Constant Function for Sleep Period

SleepPeriod =

512 --6.3.2.1.b.1

type: - NI

7.2.4. Constant Function for Attitude Period

AttitudePeriod =

6144 -- pg. 8-36

tLe: --* Ni

7.2.5. Constant Function for Navigation Period

NavigationPeriod =

98304 --pg. 8-24

Niitype: -+ N1
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7.2.6. Constant Function for the Period Within Which No More Than One Select
Data Message May Occur

KinSelectData SeParationTime

100000 -- pg. 8-10

7.2.7. Constant Function for the Period Within Which No More Than Two
Initiating EC EFs May Occur

KinInitiating Pair-SeparationTime-

*100000 -- 6.2.3.2.b

lype: -4+111

7.3. Tuple Manipulation

7.3.1. Get Last Event In Event List
Last(event-list) =

event-list [ len event-list]

I.P: EventList =+ Zvent

Pre: event-list * <

7.3.2. Get Last n Events In Event List
Last,-n(n, event-list) .

(n <lenevent list
< event-1list~iJ I (len event-list -n + 1) 5 i

A

1 :5 len event-list >,
n 2! len event-list) -- > event-list)

tmp, No EventList -+ EventList
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7.3.3. Get All Events Except Last One In Event List
Front(event-list)=

< event-list[i] I1 5 1 5 len event-list - 1>

type: EventList -+ EventList
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8. Issues in Formal Specification of Communication
Protocols

This chapter discusses several issues pertinent to formalizing communication protocols. Its
purpose is to illustrate how formal specification allows certain issues to be addressed, and
how different specification techniques within our approach are used to address these issues.

* It is not intended to be a comprehensive survey of formal approaches to defining communi-
cation protocols; such a survey can be found in [7].

Specification methods that have been applied to communication protocols can be divided
into three major categories [10, 5]:

1. Transition models

2. Programming language models
3. Hybrid models

Transition models define protocols by specifying the behavior of each communicating entity
* in response to events. Examples of transition models are: finite state machines [8, 6]; formal

languages/grammars [11]; and Petri nets [8, 1]. Programming language models describe a
protocol as an algorithm and define the algorithm in a high-level language; an example
is [9]. Hybrid models extend transition models, typically finite state machines or Petri nets,
by introducing variables to limit the number of different states, and thereby avoid the prob-

* lem of getting unworkably large state machines (a problem known as state explosion);
see [8, 10] for examples.

Our model can be characterized as a hybrid model. However, it differs from the traditional
hybrid models in that it is not based on a state machine approach but on a formal language

* approach. The type equations for event sequences, events, etc., define a formal language
or grammar describing part of the systems behavior, and the set of Boolean functions further
restrict the set of event sequences defined by the type equations. The event sequences
that obey the protocol constitute the language.

A formal definition of a communication protocol can, due to its unambiguous interpretation,
serve several purposes. It can be used to validate the protocol [5, 10] and as a basis for an
implementation [5, ii. These two roles of a formal protocol specification are further dis-
cussed below.

Protocol Validation
The activities Involved in ensuring that a system satisfies its design specification and that it
operates according to what the user expects is normally referred to as system validation.
Verification is a part of validation that can be achieved by formal reasoning about interesting
properties of the system. In the case of communication protocols, the properties that one
might be Interested in verifying Include [5, 10]:

* the absence of deadlocks
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completeness (all possible inputs accepted)

In state-based protocol definitions, the absence of deadlock is normally shown by perform-
ing an analysis of all reachable global states, where a global state Is the combination of all
states of the component state machines augmented by the current contents of message
buffers, if any. A global state with no exits is either a deadlock or a desired termination
state. The process of generating and analyzing all reachable global states can, due to the
decidability of finite state machines, be automated [5, 10].

Our approach does not define states. Hence, the concept of "reachable states" does not
apply. However, the issue of detecting and avoiding deadlocks is still relevant. In the context
of event lists, a deadlock is characterized by an incomplete event list, i.e., "-, IsComplete"
in our model, that obeys the protocol, but for which no correct extension exists except for
commands from the operator, meaning that there is no correct next communication event.

A communication protocol is said to be complete if all possible inputs are treated. When
defining a communication protocol using a state machine, the inputs refer to information
received by one of the communicating components from either another communicating corn- •
ponent or from the external world. In our model, the communicating components are the
INS and the EC. Protocol completeness in the context of our model means that any ar-
bitrary input events at the EC (e.g., INS Event or SignalromECOperator) can be ap-
pended to the event list at the EC without Protocol_- Obeyed -atEC being undefined and
similarly for ECEvents and ProtocolObeyed_at_INS. In that respect our protocol specifi-
cation is complete. Allowing all possible inputs is a convenient way of capturing the be-
havior of a communication line that is not error-free, which is the case for [14], and it auto-
matically ensures completeness. Moreover, due to the fact that unexpected input is gener-
ally ignored by the receiver according to [14], our technique of removing such events before
considering event histories provides a clean separation of the treatment of normal and ab-
normal cases. Moreover, separation of the normal from the abnormal cases is a well-
accepted software engineering principle. Requiring completeness in a finite state model that
allows communication errors generally leads to complex models. This appears to be why
such models often assume error-free communication [6].

Protocol Implementation
Finite-state machines and programming language models are fairly easy to turn into imple-
mentations. A model such as ours, without states, is more abstract [1] and hence not direct-
ly implementable. One way of implementing a protocol that has been specified using our
approach is to observe that some of the Boolean functions that describe thp correct context
of an event capture state-like information about the sequence of events leading up to the •
event in question. That information can be used to build an extended finite-state model,
which can then be implemented in a traditional manner. The general reason for building an
extended finite-state machine instead of a pure one is to avoid the problem of state explo-
sion; more specifically, the time-related parts of the protocol are better captured by having
time-variables and updating those than by Introducing additional states. 0
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9. Suggested Future Work

This chapter briefly discusses three ideas for continued work within the area of formal meth-
ods. Each idea involves using the formal specification presented in this report as a starting
point in examining different aspects of formal software development. The ideas focus on the
practical side of using formal methods. Hence, gaining experience with available tools plays
a central role. The ideas involve examining:

1. The stepwise development aspects of VDM

2. Anna [19] and its related tools
3. Statemate [12, 22] as a specification and implementation tool

9.1. VDM and Stepwise Development
The purpose of this work is to further examine VDM. The project has so far only explored
formally specifying an existing natural language specification. This prvposed activity will ex-
amine the refinement method aspects of VDM. The idea is to develop a system based on
the formal specification. The development will involve the design as well as the final imple-
mentation of the system. Since the protocol has already been implemented within the REST
Project, the suggestion Is to develop a testing tool from the formal specification. The formal
specification lends itself to this use since it consists of predicates that are true for event
histories that obey the communication protocol. One would think of a testing tool in this
context as a tool that would evaluate the data transmitted between the two computers to
determine whether they are communicating properly. This would involve the following:

* developing a formal specification in Meta-IV for the design of the testing tool
using stepwise refinement

e showing that the formal design is a refinement of the formal requirements speci-
fication

" implementing the testing tool in Ada from the formal design

" applying the testing tool to data acquired from the current INS implementation

* 9.2. Anna and Its Tools
Anna is a language that extends Ada by providing means for annotating Ada programs with
assertions. Anna is supported by a set of tools including a pre-processor to an Ada compiler
that translate assertions into run-time checks and reports any violation of the assertions.
The Anna assertions are directly associated with the Ada code and not any preceding speci-

* fications. However, being able to trace the assertions back to an abstract specification
would Increase the value of the assertions significantly. The purpose of the proposed work is
to examine Anna and its tool set, and Investigate the possibilities o systematically identi-
fying relevant Anna assertions from an abstract formal specification. The idea is to annotate
the current Implementation of the INS communication protocol developed by the REST Proj-

* ect with Anna assertions that are drawn from the formal specification presented in this docu-
ment. This would involve:
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* drawing pertinent assertions from the formal specification
" annotating the INS implementation of the communications protocol with Anna
assertions

" using the Anna tools to perform run-time checks of the implementation of the
protocol to demonstrate its :orrectiess

9.3. Statemate 0
The purpose of this work is to examine state-oriented tools including Statemate [12, 22],
whic is a state-oriented graphical formalism, by looking at the relationship between our
event-list-based VDM formal specification and a corresponding state-based specification. A
state machine is a well-established way of specifying and implementing communication
protocols. Statemate appears to have an advanced set of tools supporting graphical specifi- 0
cation and subsequent implementation in Ada. Given both our model and the Statemate
tool set, the opportunity exists to address two kinds of questions: Is using Statemate a good
way of implementing our protocol specification? And, assuming that one wants to use
Statemate, is our event list based specification helpful in constructing a Statemate specifi-
cation? The idea is therefore to write a Statemate specification of the communication 0
protocol based upon our current specification. This would include:

" examining our predicates and determining an appropriate corresponding set of
states

" creating the formal graphical representation using Statemate
" simulating and generating the resulting implementation
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